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FOREWORD

Bulletin No. 177-72 discuBses the vatermaster service provided by
the Department of Water Resources to areas in Northern California
during the 1972 vatermaster season. Authority to prepare this re-
port is described in the California Water Code, Division 2, Part h,

Chapter 7.

The bulletin is presented in two parts. The first part contains
general information about water rights, water supply, service areas,

and vatermaster duties. The second part contains descriptions of
the 17 active service areas, the basis of the service in each area,

methods of distribution and the specifics of the 1972 watermaster
season, including streamflov in the various service areas, and other
significant information.

'John R. Teerink, Director
Department of Water Resources
The Resources Agency
State of California
January 21, 197^
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INTRODUCTION

Purpose and Benefits

The primary purpose of watermaster ser-

vice is to distribute water in accord-
ance with established water rights.

This is accomplished by apportioning to

the rightful users the available sup-
plies in streams which have had water
right determinations.

Distribution of water in watermaster
service areas is a continuing statutory
function of the Department of Water
Resources as provided in Part h of Div-
ision 2 of the California Water Code.

A major benefit of watermaster service
to water users and the State is that

coiirt litigation and physical violence,
which in past yeeirs occurred quite fre-

quently, are essentially eliminated.

Determinat

Under watermaster service each water
right owner is assured that his rights
are being protected without his having
to take legal action against other users.
Another important benefit results from
increased use of available supplies
through reduction of waste.

Because both the water right owners and
the State receive benefits from watermas-
ter service, the costs of performing the
service are shared. The State general
tax fimd pays for one-half the cost of
operating each service area. The water
right owners in the service area pay the
other one-half. Individual users' shares
are determined in accordance with Article
3 of Chapter 7 of the above-mentioned
Part h of Division 2 of the Water Code,

on of Water Rights

Almost all of the streams under state
watermaster service have had their
water rights defined by the courts un-
der one of three adjudication proce-
dures. These adjudications (decrees)
establish each owner's rights as to
allowable rate of diversion, season of
use, point of diversion, and place of

use. They also establish priorities
whereby each owner's rights are ranked
in relation to the rights of all other
decreed owners. Under this system all

rights of any one priority must be

fully satisfied before water can be

diverted londer any lower priority rights.

Water rights determinations necessary
for establishing watermaster service
areas may be accomplished by "statutory
adjudication", "court adjudication",
"court reference", permit or license
to appropriate, or eigreement.

Statutory Idjudicat i ons

The California Water Code (Sections
2500-2900) contains procedures whereby

water users on any stream may petition
the State Water Resources Control Board,
Division of Water Rights, to make a

legal determination of water rights on
that stream. If the Board finds that
such a determination is in the public
interest, it proceeds with a statutory
adjudication. This adjudication ulti-
mately results in a court decree which
defines all water rights on the stream.

Court Adjudications

A less extensive method of defining;

water rights involves a "court adjudi-
cation" procedure. This type of adju-
dication results when two or more parties
involved in a water rights dispute seek
a solution to their problem under civil
law. A decision handed down in such .•

civil action determines only the wate;-

rights of those parties named in the

action and therefore does not necessariLy
define all water rights on the stream.
As a result, serious conflicts sometl.aes

arise between decreed water right owners
and persons claiming riparian or

-1-



approprlative rights which were not
specified in the decree.

Court Reference

The "court reference" type of adjudica-
tion arises when a civil action as dis-

cussed above is referred to the State

Water Resources Control Board for a de-
termination under authority contained in

Sections 2000-2076 of the Water Code.

The Board's report becomes the basis of
the court's decision. As in court adju-
dications, a court reference determines
only the water rights of the parties
named in the action.

Waternaster Service Areas

Fortatlon

Watermaster service is provided in areas
where the rights have been defined by
the superior court or by agreement and
where an unbiased qualified person is

needed to properly apportion the avail-
able water according to the established
rights. The Director of Water Resources
creates watermaster service areas where
these conditions exist, following either
a request by the users or an order by
the superior coiirt.

The first watermaster service areas were
created in September I929. Prior to

1929, some watermaster service was pro-
vided in accordance with the Water Com-
mission Act of 1913- There are now
about 50 streams in Northern California
which are under state watermaster ser-
vice. Two new service areas were crea-
ted on June 22, 1972, and service began
in them on July 1.

these 20 areas, I8 are in the Depart-
ment's Northern District. In 1972, one
service area, Seiad Creek, Siskiyou
County, was inactive, and two, Pine
Creek, Tehama County, and Willow Creek,
Siskiyou County, were created and oper-
ated for the first time.

Description of Region

The service areas are primarily in the
mountainous northeastern part of the
State where the growing season varies
between about 100 and l4o days. Meadow
hay and alfalfa are the principal crops
under irrigation, although a consider-
able amount of land is used exclusively
for pasturing livestock. Most irriga-
tion is accomplished by gravity systems,
with water users diverting directly from
the streams at one or more diversion
points. However, pumped diversions and
sprinkler irrigation systems are becom-
ing popular in some areas.

The counties and principal water sources
of the various service areas in Northern
California are listed in Table 1. Of

A map of this region showing the 20
service areas is presented in Figure 1.

Watermaster Responsibilities

Authority

To assure the proper distribution of
water within his service area, each
watermaster must ascertain the amount
of water available and distribute it

both by amount and priority in accord-
ance with established water rights.
To accomplish his responsibility, the
watermaster is provided authority both
by the Water Code and by provisions of
pertinent court decrees or voluntary

agreements to physically regulate the
various streams in the service area.
He is further authorized to supervise
the design, construction, operation,
and maintenance of diversion dams, head-
gates, and measuring devices.

Each watermaster supervises water dis-
tribution at approximately 100 to 200
diversions in one or more service areas.

The frequency of visiting these diver-
sion points increases substantially in

years of short wa^er supply.

-2-



Control Devices Interpretat ion of Decrees

Permanent measurement and control de-
vices, which the State requires (Water

Code Sections 4l00-4l04) at each ovmer's
main point of diversion, are constructed
by the water users under supervision of
.the watermaster. Installation of accu-
rate, easily set, and lockable struc-
t\ires is a continuing objective of water

-

•master service, since once they are built,
conflicts among water users almost always
stop. Also, the watermaster ' s ability
to visit and set each diversion on a reg-
ular basis is greatly facilitated by good
structures

.

The watermaster is often called upon to

make immediate field or on-the-spot in-

terpretations of various court decrees,

agreements, etc. Since most of these
documents were written more theui 30
years ago, many situations have devel-
oped that were not initially considered.
Therefore, the watermaster must use
sound, careful, and practical judgment
in attempting to reach workable solutions
to water disputes. To accomplish this
he must possess a good understanding of
California water rights law.

later Supply

Water supply in the watermaster service

areas is derived principally from un-
regulated rianoff of small streams.

Peak runoff, mostly snowmelt, occurs
in the spring, with relatively small
Btreamflow occurring in the summer and
early fall. Additional supplies from
storage reservoirs and ground water
pumping are used in some areas to sup-
plement natural streamflow. However,
state watermasters do not supervise the
use of ground water in Northern
California.

In some service areas the water supply
must be predicted in advance to deter-
mine the date watermaster ing will be-
gin and, to some extent, the manpower
needed. The Department's Bulletin 120

series, "Water Conditions in California",
is used to assist in these predictions.

Precipi tat ion

The streamflow available for distribu-
tion is affected by total precipitation,
amount of snowpack, air temperature, and
the amount of rainfall received during
the irrigation season. The latter is

I>articularly important in the Upper Pit
River-Surprise Valley areas, where about

25 to 30 percent of the annual precipi-
tation occurs normally in April, May,
and June. Spring storms, which are nor-

mally accompanied by relatively cool
temperatures, materially affect both

the supply and the demand for water.

Temperatures in the spring affect the
demand for water and the manner in which
snowmelt runoff occurs. A hot, dry
spring depletes the water supply very
early, even in years of normal snowpack.
A cold, wet spring can extend the supply
well into the irrigation season, but
cold temperatures retard the growth of
crops and are not necessarily desirable.

Data collected at representative snow
courses showing the snowpack as of April
1, 1972, on all courses and the snowpack
on May 1 and June 1 at selected courses,
is presented in Table 2. This informa-
tion was obtained from the Department's
Bulletin 120-72.

Table 3 reports the quantity of precipi-
tation at selected stations in the ser-
vice areas during the 1971-72 water year.
The seasonal precipitation gives an in-

dication of the related water supply
available for distribution and provides
a basis for comparing the current year's
supply with a long-term average.

Streawf low

The general water supply available for
diversion within each watermaster area
is determined from stream gaging stations
placed at key locations in the main

stream channels. Several major stations
are installed and maintained by the
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TABLE 1

WATERMASTER SERVICE AREAS AND STREAM SYSTEMS

Pr I nc I pa I Wa te r Sources

Reservoirs and
Stfvict Aril County and Tributar ies* Nonlr Ibutary St reams

Ath Cratk Lasten. Modoc ASH CREEK

Big Valley Lasten, Modoc PIT RIVER Roberts Reservoir

Burney Creak Shasta BURNEY CREEK

Butte Creak Butte BUTTE CREEK W. Branch Feather River

Cow Creek Shasta COW CREEK**
N. Cow, Clover, Oak Run Creeks

Digger Creek Shasta, Tehama DIGGER CREEK

French Creek Siskiyou FRENCH CREEK Duck Lake. Paynes Lake
Mi ner s Creek

Hat Creak Shasta HAT CREEK

Indian Creek Plumas INDIAN CREEK
Lights Creek, Wolf Creek

Middle Fork Plumas, Sierra M. FORK FEATHER RIVER Little Truckee River
Feather River Little Last Chance, Smithneck,

Webber and Fletcher Creeks;
Spring Channels, Westside Canal

N. Fork Cotton- Shasta N. FORK COTTONWOOD CREEK Rainbow Lake
wood Creek

Modoc N. FORK PIT RIVER
Parker Creek

Pine Creek Butte, Tehama PINE CREEK

Seiad Creek Siskiyou Inactive

Shackleford Siskiyou SHACKLEFORD CREEK Campbell and Cliff Lakes
Creek Mill Creek

Shasta River Siskiyou SHASTA RIVER
Li tt le Shasta River

South Fork Pit Modoc S. FORK PIT RIVER West Valley Reservoir
River Pine and Fitzhugh Creeks

Surprise Valley Modoc NONE (All creeks listed at Bidwell, Mill, Soldier,
right, are unconnected) Pine, Cedar, Deep, Owl,

Rader, Eagle and Emerson
Creeks

Suian River Lassen SUSAN RIVER Lake Leavitt, Hog Flat,
Willow Creek McCoy Flat Reservoirs;

Baiter and Parker Creeks

Willow Creek Siskiyou WILLOW CREEK

* Only principal tributaries are included. A complete listing is given in'lndex to Water Sources
page vii.

** Cow Creek proper not in service area.



United States Geological Survey as part
of a federal-state program for collection
of year-round streamflow records. In
addition, several stream gaging stations
are installed and operated by the water

-

masters during the irrigation season to
provide supplemental information. Also,
water stage recorders are often installed

by the watermaster in selected diversion
ditches to further assist him in proper
distribution of the various water right
allotments

.

Table h presents runoff data at selected
stream gaging stations in or near the
service areas.

TIILE 2
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SERVICE AREA DESCRIPTIONS AND 1972 NARRATIVES

This portion of the report consists of

19 sections, one for each service area
active in 1972, presented in alphabet-
ical order.

Each of these sections begins with a

description of the particular service
area, including location, geography,
and general characteristics. Follow-
ing this is a new section entitled
"Basis of Service". Under this heading

are presented such data as the case num-
ber, date, and type of decrees; a brief
summary of the decree or agreement which
defines the water rights; dates the ser-
vice areas were created; and other re-
lated information.

As in earlier issues, these sections of
the bulletin also present data on the
water supply, methods of distribution,
significant events of the watermaster
season, and daily streamflow records.
In this bulletin, maps of the stream
systems, including diversion locations,
roads, etc., shown in their true rela-
tionship, Eire being introduced instead
of the schematic figures.

A noticeable trend in recent years is

the increasing number of water right
owners in many areas, due to subdividing
or "splitting" of property. For example,
in the Ash Creek service area the number
has increased from 32 in I96T to 59 in

1972, almost doubling in 5 years. This
trend not only causes more work for the
individual watermaster s, but makes it

difficult to maintain up-to-date records
of all ownerships and their respective

water rights. As a result, the individ-
ual rights shown in connection with the
maps may not be completely up-to-date.

As in previous years, watermaster service
was begun on different dates in the var-
ious areas depending upon the streamflow
conditions, the ranchers' needs for the
water, or, as on some streams, the terms
of the decree. Service was continued in

all areas through the growing season and
concluded on September 30, 1972.

The date service was started in each ser-
vice area and the name of the watermaster
in charge are listed below:

Service Area

Ash Creek
Big Valley
Burney Creek
Butte Creek
Cow Creek
Digger Creek
French Creek
Hat Creek
Indian Creek*
M.F. Feather River*
N.F. Cottonwood Creek
N.F. Pit River
Pine Creek
Shackleford Creek
Shasta River
S.F. Pit River
Surprise Valley
Susan River
Willow Creek

Date Service Began

May 1, 1972
May 1, 1972
June 1, 1972
April 26, 1972
June 1, 1972
June 1, 1972
July 1, 1972
May 1, 1972
April 15, 1972
April 1, 1972
Jixne 1, 1972
April 29, 1972
July 1, 1972
June 1, 1972
April 2, 1972
April 10, 1972
March I9, I972
April 1, 1972
July 1, 1972

Watermaster

John A, Nolan
Virgil D. Buechler
John M. Miller
Kenneth E. Morgan
John M. Miller
John M. Miller
George E. Pape
Virgil D. Buechler
Harvey M. Jorgenson
Conrad Lahr, H. Joe Nessler
John M. Miller
Charles H. Holmes
Kenneth E. Morgan
George E. Pape
George E. Pape
John A. Nolan
William E. Gill, Jr.

Lester L. Lighthall
George E. Pape

* Within Central District; all others in Northern District





Ash Creek Watermaster Service Area

The Ash Creek service area is situated

in Modoc and Lassen Counties near the

tovn of Adin, about 100 miles northeast
of Redding on State Highway 299. Figure

2, page 13, shows the Ash Creek stream
system and diversions plus the principal
roads in the area.

The major regulated streams in the ser-
vice area are Ash Creek and three trib-
utaries. Willow, Rush, and Butte Creeks.

Ash Creek rises in the eastern part of
the service area and flows westerly
through the town of Adin into Ash Creek
swamp and there to the Pit River. The
valley floor in this vicinity is at an
elevation of approximately 4,200 feet.

Rush Creek heads in the northeastern
part of the service area and joins Ash
Creek above the town of Adin. Willow
Creek and Butte Creek originate in the
southeastern part of the service area
euid Join Ash Creek near the head of Ash
Creek swamp.

Basis of Service

The rights on this creek system were de-
termined by a court reference and set

forth in Decree No. 367O, Modoc County
Superior Court, dated October 27, 19^+7.

The Ash Creek watermaster service area
was created April 3, 1958. From 19^+9

through 1957 Ash Creek was included as

a part of the Big Valley watermaster ser-

vice area.

The Ash Creek decree establishes the num-
ber of priority classes on various stream
systems within the Ash Creek service area
as follows: Ash Creek - five; Willow Creek
- four; Rush Creek - one, and Butte Creek
- two. Each of these streams is indepen-
dently regulated.

Water Supply

The water supply for Ash and Rush Creeks
is derived primarily from snowmelt, since
most of the watershed is between 5,000
and 6,000 feet in elevation. Willow and
Butte Creeks receive a substantial por-
tion of their water from springs. These
creeks normally have sufficient water to
satisfy demands until about June 1, after
which the supply decreases rapidly. By
the latter part of June, Ash Creek nor-
mally has receded to about 20 cubic feet
per second. Rush Creek to about 2 cubic
feet per second. Willow Creek to about

5 cubic feet per second, and Butte Creek
to less than 1 cubic foot per second.
The flow of these creeks then remains
nearly constant for the remainder of the
season.

The daily mean discharge of Ash Creek at
Adin is presented in Table 5, page 12.

This stream gaging station is downstream
from a substantial number of the points
of diversion; consequently, the table
does not include all of the available
supply of this creek.

There are 59 water users in the service
area with water rights totaling I23.65
cubic feet per second. Approximately 85
percent of the water rights in the ser-

vice area are in Big Valley, west of the

town of Adin. The remaining water rights
are along the upstream tributaries and in

Ash Valley. The portion of Big Valley
served is approximately 10 miles long by

6 miles wide, extending from the town of
Adin to the confluence of Ash Creek and
the Pit River.

No stream gaging stations were operated
on Butte, Rush, or Willow Creeks during
the 1972 season.

Method of Distribution

Irrigation diversions from Ash Creek and
its tributaries are accomplished by small
dams placed in the stream channels. Most
of the users have several diversion ditches
at these dams. These ditches convey the

water to the fields where it is spread by
means of small laterals. Some of the users

11-



employ a Bystem of checks and borders,
but most of the land is irrigated by wild
flooding. Return flow is captured by
downstream ranches for reuse. In one

case a rancher may recirculate his drain
water before returning it to the creek
for further use. In a few areas, pumps
are used to divert the water into ditches
or through sprinkler systems.

1872 Distribution

August, the flow receded gradually. At
this time, emd for the remainder of the
season, about 50 percent of the second
priority allotments were served.

Butte Creek. The available water supply
in Butte Creek was sufficient to satisfy
all allotments (two priorities) until late
spring. Iharing the remainder of the sea-
son the flow gradually decreased. However,
no distribution problems were encountered.

Watermaster service began May 1 in the

Ash Creek service area and continued un-
til September 30. John A. Nolan, Water
Resources Technician II, was watermaster
during this period.

liilov Creek. The available water supply
in Willow Creek was sufficient to satisfy
all allotments (four priorities) until
the first of June. The flow then dropped
rapidly, causing regulation of second
priority allotments to begin during the

first week of June. Throughout the re-
mainder of June and continuing until late

Ash Creek. The available water supply in
Ash Creek was sufficient to meet all de-
mands (five priorities) until the latter
part of June. For most of the remainder
of the irrigation season, water was avail-
able for first priority allotments only.

Rush Creek. The available water supply
in R\ish Creek was sufficient to satisfy
all allotments (one priority) lantil the
end of July. By late September the flow
had gradually decreased to about 80 per-
cent of all allotments.

ASH CREEK WATERMASTER SERVICE AREA

1972 Daily Mean Discharge in Cubic Feet Per Second

ASH CREEK AT ADIN

jay :



Figure 2

13 T.A. larrtat 4.70
14
IS I.S. Padrick o 45
16
17 illlM H. ind

EH. The«pttn 0.35
II T.A. larrMt 5.45
18 Nnnt Ettita 9.75<
29 Ihint Eititt 35 05'

C.A. ••rli 2.70
at t 82 F.E. ind C.L.

Sehudtre 0.18
83 C. Lidtrtr 12

64 8 85 Audrty Rlct 1.05
Mirctl E. and I,

Iraaia 3 05
67
68
69

•Hunt Ettata Total 74.60

I
2 9

I

BUTTE CREEK >iLL0f.C8EII

DIVERSION MtHF- CFS DIVERSION
NUMBER NUMBER
72 t 73 Burr Lant Coapany 40

74.75.8 7BHaury. Edgar E Jr.

and J.P 1.60

7S.778 780unn.Stanlay 0.19
Raaoning. I. Janat
and Sharon D 0.04
Furby.Jaaat R 0.13

84 Sehaidt. Elaar H

W.K. ma DM 1.00

86





Big Valley Watermaster Service Area

The Big Valley service area is in Modoc

and Lassen Counties in the vicinity of

the tovms of Lookout and Bieber, about

90 miles northeast of Redding via State

Route 299.

The Pit River is the major source of

water regulated by the vatermaster.

The river enters the valley north of

the town of Lookout and flows southerly

through the western part of the valley

and out at the southern end. The major
area of use is about I3 miles of valley

floor, up to 6 miles wide, along the

Pit River at an approximate elevation

of 4,200 feet.

A map of the Big Valley stream system

with towns, roads and diversions is pre-

sented as Figure 3, pages I8 and 19

,

Basis of Service

The water rights in this service area

were set forth in Decree No. 6395,
Modoc County Superior Court, a statu-

tory decree, dated February IT, 1959-

The Big Valley watermaster service area

was created on November 13, 193^, aiicl

service began with the 1935 season, op-

erating under an agreement recorded in

193^^.

Distributing the water on a continuous-

flow basis, as provided by the decree,

has proven impracticable because of the

wide variation of flow which frequently

occurs. By mutual agreement, an alter-

native procedure has been established

allowing each xiser a definite amount of

water in acre -feet (AF) for each cubic

foot per second (cfs) of right allotted

by the decree. The watermaster esti-

mates the amount of water available for

the next I5 to 30 days and then chooses
the appropriate acre-foot/cfs ratio so

that the rotation through the valley is

completed in not more than 30 days.

There are 58 water users in the service

area with total rights of 241.82 cfs.

of which 154.23 cfs are second priority,

29.59 cfs third priority, and 43 cfs

fourth priority; with 15 cfs set aside

for first priority (stock water and

channel storage). Under the decree,

the water rights were determined on a

basis of 1 cfs per TO acres of irri-

gable land.

Water Supply

The flow in the Pit River at the head
of Big Valley is derived principally

from direct runoff, mainly snowmelt,

and return flow from irrigation water
released from West Valley and Big Sage

Reservoirs above South Fork Pit River
and Hot Springs Valleys, respectively.

The available water supply in the Pit

River as it flows through Big Valley
is ordinarily adequate to satisfy all

demands until about June 1. The irri-

gation practices in Hot Springs Valley,

about 20 miles upstream from Big Valley,

have a significant effect on the avail-

able water supply in Big Valley through-
out the remainder of the irrigation
season. Water users in Hot Springs

Valley divert most of the flow of the

Pit River for 2- or 3-week periods.

Natural flow available for use in Big

Valley during these periods is often
less than 20 cfs. Periodic releases
from channel storage in the lower end
of the valley sometimes increase the
flow to as much as 200 to 3OO cfs for

relatively short periods. Consequently,
equitable water distribution in Big
Valley is very difficult to attain.

Roberts Reservoir, which stores runoff
of a minor tributary of the Pit River

at the upper end of Big Valley above
Lookout, serves as a supplemental source
of water to those users in the area who

are members of the Big Valley Mutual
Water Company. Water from this reser-
voir is released into the Pit River and

distributed to members of the water com-

pany along with the natural flow to which

they are entitled.
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Records of two stream gaging stations in

the Big Valley service area are presented
in Tables 6 and 7, page 17.

Method of Distribution

Most water users in the Big Valley ser-
vice area irrigate on a rotation sched-
ule either hy wild flooding or by checks
and borders . Large flashboard dams
placed in the channel make it possible
to use the large heads of water charac-
teristic of the supply in the area. In
addition, some pumps are used for diver-
sion, both in ditches and directly into
sprinkler systems. The ranches which
irrigate by wild flooding must use large
heads of water in order to cover unlev-
eled or high ground. Much of the runoff
is recaptured for use by downstream lands,
resulting in a relatively high irriga-
tion efficiency for the valley.

1972 Distr ibut ion

Watermaster service began in the Big
Valley service area on May 1 and contin-
ued through September 30, with Virgil D.

Buechler, Water Resources Technician II,

as watermaster.

The season began with Big Sage and West
Valley Reservoirs at full capacity. West
Valley Reservoir spilled water until
July 1. The snowpack in the Warner Moun-
tains was below normal, so a dry irriga-
tion season was expected. The spring
months were abnormally cold, windy, and
dry.

dried up for haying. On July 2k, hay-
ing operations were completed and the
first irrigation after haying was
started. A rotation using a 5 AF/cfs-
ratio was completed by Augvist 7 with
the Roberts Reservoir shareholders using
872 AF and Iverson Reservoir shareholders
to receive a 100 percent irrigation. A
second rotation of 12.5 AF/cfs was com-
pleted August 18 with 160 AF of Roberts
Reservoir water and 30 percent of Iver-
son Reservoir storage being added. A
third irrigation of I7.5 AP/cfs was com-
pleted August 29, and two more irriga-
tion rotations were completed in
September

.

Three irrigation rotations in August
are very unusual, but as a result of
this dry year, the West Valley and Big
Sage users irrigated more often, allow-
ing more irrigation runoff water to
reach Big Valley.

From July 2k to August 12, I972, Roberts
Reservoir water was released for use by
the shareholders as follows

:

Name Acre -Feet

Cyril Mamath
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Burney Creek Watermaster Service Area

The Burney Creek service area is in

eastern Shasta County above and belov
the town of Burney. Figure k, page 23,
shows the Burney Creek stream system
including the diversions and roads.

The source of water supply for this ser-

vice area is Burney Creek, which enters
the southern part of the service area
and flows through Burney in a northerly
direction to the Pit River. The por-
tion of the valley served by this stream
is approximately 11 miles long and 2

miles wide, and extends both north and
south- of Burney. The service area is

approximately 3,200 feet in elevation.

Basis of Servi ce

The rights on this creek system were
determined by a court reference and
set forth in Decree No. 5111, Shasta
County Superior Court, dated January 30,

1926. The Burney Creek watermaster ser-
vice area was created September 11,

1929; however, service had been provided
in accordance with the decree since
1926.

The Burney Creek decree sets forth a

rotation schedule of distribution. The
water users, however, have found it

more beneficial to irrigate on a con-
tinuous-flow basis (one priority class

plus surplus allotments), which is now
normal practice. The water allotted to

the Greer-Cornaz ditch is distributed
in accordance with supplemental court
decrees

.

The Burney Creek service area was cre-

ated on September 11, I929, There are
10 water right owners in the area with
total allotments of 33.09 cubic feet

per second.

«t«r Supply

The water supply for Burney Creek comes
from springs and snowmelt. Most of the

watershed lies between the elevations of
U,000 and 7,500 feet on the northeast
slopes of Burney Mountain. The creek
normally has sufficient water to supply
all demands lontil about the middle of
June. The supply then gradually de-
creases until the end of July. For the
remainder of the irrigation season, rxin-

off from perennial springs keeps the
flow nearly constant at approximately
ho percent of allotments.

The daily mean discharge of Burney Creek
near Burney is presented in Table 8,

page 22. The stream gaging station on

Burney Creek is downstream from four
points of diversion; consequently, the
records do not show all of the available
water supply of the creek.

Method of Distr ibut ion

Water is diverted from Burney Creek, in

most cases by means of low diversion
dams, into ditches which convey it to
the place of use. Lateral ditches are
then used to irrigate the land.

1972 Distribution

The watermaster in the Burney Creek ser-
vice area was John M. Miller, Water
Resources Technician II, beginning on
June 1 and continuing until September 30.

By Eigreement, as stated above, all allot-
ments were distributed on a continuous-
flow basis.

The Pierpont Ranch, farthest downstream
decreed user on Burney Creek, chose not
to irrigate during the 1972 season.
Therefore, except for stockwater allot-
ments delivered to the ranch, its water
rights were apportioned among the other
users on the creek.

The available water supply for the 1972
irrigation season, despite a dry spring
season, was relatively normal. A small
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surplus flow was available to all users

until early July, at which time all
diversions were regulated to 100 per-
cent of first priority allotments. The

supply gradually decreased to about 80
percent of first priority allotments
during the latter part of August and

held there for the rest of the irriga-

tion season. Because of showers and

cooler temperatures during the early

part of September, further decreases in

the amount of water supply available
during the last weeks of the irrigation
season were unnecessary.

Special Occurrences

A corrective adjustment in elevation of
the headgates of the Greer -Cornaz ditch
was made in June.

BURNEY CREEK WATERMASTER SERVICE AREA
1972 Daily Mean Discharge In Cubic Feet Per Second

BURNEY CREEK NEAR BURNEY

Day :
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Butte Creek Watermaster Service Area

The Butte Creek service area is situated
in Butte County a few miles southeast of

the City of Chico. The watermaster ser-
vice area extends for about 11 miles
along Butte Creek, commencing approxi-
mately h miles east of Chico and extend-
int downstream to the crossing of West-
ern Canal. It contains about 20,000
acres of valley floor lands at an aver-
age elevation of I50 feet.

liter Supply

Butte Creek, the major source of water,
drains approximately I50 square miles
of the western slope of the Sierra Nev-
ada Mountains in the northeasterly por-
tion of Butte County above the water-
master service area. The maximum ele-
vation in the watershed is about 7,000
feet.

A map of the Butte Creek stream system
is presented in Figure 5, page 29.

Basis of Ser vice

The rights on this stream system were
determined by a statutory adjudication
and set forth in Decree No. I8917,

Butte County Superior Court, dated
November 6, 19^2. The Butte Creek
watermaster service area was created
on January 7, 19^3.

There are presently hh water rights own-
ers in the service area (below Diver-
sion 50) with allotments totaling U22.30
cubic feet per second.

Normally, snowmelt produces sustained
high flows in the creek until about
the end of June, after which perrenial
springs continue to produce flows of
more than 4o cubic feet per second.

Additional water is imported for dis-
tribution from the West Branch Feather
River by means of the Hendricks (Toad-
town) Canal through De Sabla Reservoir
and Powerhouse into Butte Creek.

Records of the daily mean discharge at
stream gaging stations in the Butte
Creek service area are presented in

Tables 9, 10, and 11, pages 26 and 27.

Method of Distribut ion

The Butte Creek decree established three
priority classes for summer use under
Schedule 7, a surplus class inferior to

the above rights, and a special class
for Hamlin Slough. Schedule 3 of the
decree defines the rights for rediver-

sion (Diversion 50) of foreign water de-
livered into Butte Creek from the West
Branch of Feather River.

The Water Resources Control Board, on

September I8, I969, granted permits for

the following applications to appropri-
ate water from Butte Creek: applica-
tions 22321, Gorrill Land Company;
2253i+, Garrison Patrick; and 22561+,

Louis C. Camenzind, Jr. These appro

-

priative rights are also under control
of the watermaster.

Water is diverted from Butte Creek by
pumping and by gravity diversions.
Parrott Investment Company, M & T Inc.,

Dayton Mutual Water Company, and Durham
Mutual Water Company divert relatively
large amoiints of water by gravity into

ditches leading to their individual
distribution systems. Various methods
of irrigation are in general practice,
including contour checks, strip or
border checks, basin checks, furrows,
wild flooding, and sprinklers. The
use of sprinklers has increased in the
past few years, especially for orchards.

1972 Distribution

Watermaster service began April 26,

1972, in the Butte Creek service area
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and continued until September 30, with
Kenneth E. Morgan, Water Resources
Engineering Associate, as watermaster

.

The available water supply for the 1972
irrigation season on Butte Creek was
below normal. However, several first
priority water right owners did not use
water, so those who did divert did not
have a severe shortage.

Flow to the surplus class diversions
of Newhall Land and Farming Company
and Gorrill Land Company continued
until about July 12, From July 15
through September 23 the water supply
was sufficient to supply a portion of
second priority. Due to early fall
rain and decreasing demands for water,
there was sufficient water to meet all
needs after that date.

BUTTE CREEK WATERMASTER SERVICE AREA

1972 Daily Mean Discharge in Cubic Feet Per Second



BUTTE CREEK WATERMASTER SERVICE AREA
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tllillll Application
Diversion It Water Right Owner 1st 2nd 3rd Surplus Import Peralt

Butte CreeK

SO M. & T. Incorporated 3.00 25.00 53.33*
*

Parrott Investment Company 25.00 53.33* i

McClain, Benson, et al 3.00 I

Dayton Mutual Water Company 16.00 3.33* J

•Water imported by P6&E from West Branch Feather River via Hendricks Canal and released m
into Butte Creek, less 5% for conveyance lasses. fl

It of Agr icul ture
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Cow Creek Watermaster Service Area

The Cow Creek service area is in cen-

tral Shasta County in the foothills

eeiBt of Redding. Figures 6 through 6e,

pages 3k through 39, show the Cow Creek
stream system including the diversions

and major access roads.

The source of water supply for this
service area consists of three major
creek systems. They are North Cow
Creek (sometimes referred to as Little
Cow Creek), Oak Run Creek, and Clover

Creek. These creeks flow in a westerly
direction to their confluence in the
Millville-Palo Cedro area and thence
south to the Sacramento River east of
the City of Anderson. The service
area is generally a narrow strip of

land on both sides of each of these
creeks. In some cases water is exported
from one creek to the other.

Basi s of Service

The water rights on each of these creek

systems were determined by court refer-
ences and set forth in separate decrees.

Water rights for these creeks were set

forth by Shasta County Superior Court

decrees as follows:

Creek

North Cow
Oak Run
Clover

Decree No.

5804

5701
690U

Date

April 29, 1932
July 22, 1932
October k, I93T

The North Cow Creek decree sets forth

a rotation schedule of distribution.

The water users, however, have found

it more beneficial to irrigate on a

continuous -flow basis which is now nor-
mal practice. Only one priority allot-

ment was provided in each of the Cow
Creek service area decrees (see Table

1) except for the Oak Run Creek decree

which contains a surplus allotment.

The Cow Creek watermasters service area

was originally created on October 17,

1932, including North Cow Creek and Oak
Run Creek water rights. On January 21,

1938, the service area was expanded to

include the Clover Creek rights.

There are 90 water right owners in the

area with total allotments of 67.367
cubic feet per second.

Water Supply

The water supply for this service area

is derived mostly from springs and seep-
age, with some early snowmelt runoff.

The watershed varies in elevation from
500 to 5,000 feet and consists primarily
of low brushy hills which do not accumu-
late a heavy snowpack. Relatively large
amounts of precipitation during the win-
ter months normally produce substantial
springs and seepage that flow through
the irrigation season. The creeks nor-

mally have sufficient water to supply
all demands until late July. The supply
then gradually decreases to an average
of about 60 to 70 percent of allotments
by around mid-September.

The daily mean discharge of North Cow
Creek near Ingot is presented in Table

12, page 33. The stream gaging station

on North Cow Creek is downstream of many
of the diversions and is used by the

watermaster primarily to indicate chsinges

in flow conditions rather than amounts of

water available. Consequently, the rec-

ords do not show all of the available
water supply of the creek.

Method of Dist ribut ion

Water is diverted from the creeks, in

most cases by meeins of low diversion
dams, into ditches which convey it to

the place of use. Lateral ditches eire

then used to spread it over the land.

Irrigation has been on a ccntinuous-
flow basis instead of by roation since

1934.
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1972 Distribution

John M. Miller, Water Resources Tech-
nician II, was vatermaster in the Cow
Creek service area from June 1 until
September 30.

Cedar Creek. Cedar Creek consistently
has the lowest ratio of water supply to

water rights in the Cow Creek service
area. However, during 1972 some water
right owners chose not to use their
allotments. Consequently, those using
water received a reasonably good supply
throughout the summer

.

North Cow Creole. There was a surplus
flow of water in North Cow Creek until
mid-July. There was sufficient water
available through mid-August to fill
all allotments. During the latter part
of August, extremely high temperatures
ca\ised a temporary drop in the lower
reaches and the available supply dropped
to 80 percent of allotments. During the

first week in September, the temperature
dropped and light -to-heavy showers in-
creased the allotments to 90 percent,
which continued through September.

Oak Run Creek. The available water sup-
ply in Oak Run Creek was sufficient to
supply surplus flows until mid-July,
Due to the dry spring and also the ex-
treme temperatures during the latter
part of July and most of August, the
available supply decreased during this
time to below 100 percent. Early rains
in September, however, eased the situa-
tion and the water supply gradually in-
creased to 100 percent toward the end
of September.

Clover Creek. There was a sirrplus flow
of water in Clover Creek until the first
week in July. The flow gradually de-
creased to 80 percent the first of Aug-
ust and continued at 80 percent through
September

,
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cow CREEK NATERMASTER SERVICE AREA

1972 Daily Mean Discharge in Cubic Feet Per Second

NORTH COW CREEK NEAR INGOT

Day : March : Apr 1

1

: May : iune : July : August September Day

r 70» 33 14 8.5 6.0 1

2 70 32 IS 8.0 6.0 2

3 70 30 14 S.O 6.0 3

4 72 28 13 8.5 6.0 4

5 70 26 12 8.0 5.6 5

6 72 25 11 8.5 5.6 6

7 as 24 10 7.5 6.0 7

8 76 25 11 7.S 8.0 8

9 60 33 11 7.5 6.0 9

10 57 41 II 7.0 6.5 10

11 54 32 10 8.0 6.0 11

12 54 29 10 7.5 5.6 12
13 54 26 10 7.5 5.2 13

14 54 24 10 8.0 5.2 14

15 54 23 9.5 8.5 5.6 15

16 53 23 9.5 9.0 5.2 16

17 52 22 9.5 9.5 5.6 17

18 48 21 10 8.5 6.0
19 48 20 10 9.0 5.6 19
20 73 20 10 9.0 6.0 20

21 62 19 9.5 9.5 6.0 21

22 49 18 10 8.0 5.6 22

23 46 20 8.5 8.0 5.2 23
24 43 21 8.5 7.5 6.0 24
25 41 19 9.0 6.0 6.5 25

26 41 18 9.0 6.0 6.5 26
27 41 18 9.0 5.6 7.5 27
28 41 17 9.0 6.0 7.5 28
29 39 16 9.0 6.0 8.0 29
30 37 15 9.5 6.5 8.0 30
31 36 8.5 6.5 31

:::i«aD:::::::::::::;::::::::::::;:55:5::::::o:::::ifl:3:::::::!:?:::::::::f:r:::::":^^^^
Runoff In ,.,„ ,.,„ .,« a-i, 009 Runoff In

Acra-Faet

* 6aglnning of Record

3420
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Digger Creek Watermaster Service Area

The Digger Creek service area is situa-
ted in southeastern Shasta County and
northeastern Tehama County.

Digger Creek forms a portion of the

boundary line between Shasta and Tehama
Counties. It drains an area of approx-
imately ^5 square miles on the western
slopes of mountains situated immediately
west of Lassen National Park. The creek
flows in a westerly direction through
the town of Manton to its confluence
with North Fork Battle Creek. Manton,
the only community in the area, is loca-
ted approximately ^0 miles northeast of
Red Bluff.

A map of the Digger Creek stream system
is presented as Figure 7, page ^3-

Basis of Service

upper users, in effect, have first pri-
ority allotments, and the lower users
have second and third priority allotments.

There are 38 water right owners in the
area with total allotments of 23.225
cubic feet per second.

Water Supply

Precipitation, occurring principally in

the winter months, is typical of North-
ern California foothill areas. Snow-
melt contributes to the early runoff but
the summer streamflow is primarily from
springs. In average runoff years there
is sufficient flow in Digger Creek, with
careful regulation, to satisfy all de-
creed allotments throughout the entire
irrigation season. However, serious de-
ficiencies occur in dry years.

The rights on this creek system were
determined by four court adjudications
and set forth in Decree Nos. 2213, 321^,

3327, and i+570, Shasta and Tehama Coun-
ties Superior Courts, and dated Aug-
ust 12, 1899; May 27, 1913; October I6,

1917; and February 24, I927. The Digger
Creek watermaster service area was crea-
ted June 11, 1964.

The four decrees, in effect, have divi-
ded the water rights on the creek into
two groups, the upi)er users and the
lower users. The three upper users
irrigate land adjoining the stream so

that all water not consumptively used
returns to Digger Creek. The lower
users are located within a 5-square-
mile area. Very little runoff from the
lower users returns to the creek.

The water rights of the three upper users
are absolute and not correlative to the
lower users; therefore, allotments are
not cut proportionally as Digger Creek
flows decrease. Since the lower users
have to stand all deficiencies, the

The estimated daily mean discharge of
Digger Creek below the mouth of the South
Fork is presented in Table 13, page ^2.

Method of Dist r ibut ion

Irrigation is accomplished principally
by wild flooding, although border checks
and sprinklers are used on a few fields.
Small diversion dams are placed in the
stream channel to divert water into
ditches for conveyance to the fields.

1972 Distribut ion

Watermaster service began in the Digger
Creek service area on June 1 and contin-
ued through September. John M. Miller,
Water Resources Technician II, was
watermaster during this period.

There was a surplus flow of water in

Digger Creek until mid -July. At that
time the flow was at 100 percent and
gradually decreased to 90 jjercent for
the lower users the second week in August.
Digger Creek held at 90 percent for the
lower users through September.
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DIGGER CREEK WATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Feat Per Second

TABLE 13

DIGGER CREEK BELOW SOUTH FORK BRANCH

Day : March Apr i I May : June : July August September Day

1 23 18 14 1

2 22 16 14 2
3 22 16 13 3
4 22 15 13 4

5 22 15 14 5

6 20 15 14 8
7 20 15 13 7

8 19 15 13 8
9 19 15 13 9

10 16 15 13 10

11 19 15 14 11

12 19 15 14 12
13 19 15 13 13
14 18 15 13 14
15 29* 18 15 13 15

18 30 18 17 13 16
17 30 18 16 13 17
18 29 17 16 13 18
19 29 17 15 13 19
20 28 18 15 13 20

21 27 16 15 13 21

22 27 18 14 13 22
23 27 18 14 13 23
24 27 18 14 13 24
25 27 16 14 13 25

28 -^ 26 17 14 16 26
27 : 25 17 14 32 27
28 25 17 14 16 28
29 24 17 14 14 29
30 24 16 14 13 30
31 16 14 31

"""fie-is 2rr fere r:§ rird Kafi"
Runoff Tfi OKI ii^R QIC Q-JT ftunoTf Tn
Acre-Feet 861 1146 916 837 Acre-Feel

• Beginning of Record
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FIGURE 7
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French Creek Watermaster Service Area

The French Creek service area is situa-
ted in Scott Valley, western Siskiyou
County, near the tovn of Etna. The
major sources of water supply are French,
Miners, and North Fork French Creeks.
French Creek flows in a northeasterly
direction through the central part of
the service area. Miners Creek begins
east of the headwaters of French Creek
and flows in a northerly direction,

Joining French Creek about 3 miles
above its confluence with Scott River.

North Fork French Creek begins north
of the headwaters of French Creek and
flows easterly, joining French Creek 1

mile upstream from the confluence with
Miners Creek.

The service area encompasses the entire
agricultural area within the French
Creek Basin, and some additional lands
along the west side of the Scott River
near the town of Etna. The service
area is about l/2 mile wide and 5 miles
long, with the main axis and drainage
running from south to north. Elevations
of the agricultural area range from
about 3,200 feet at the south to about
2,800 feet at the confluence of French
Creek and Scott River.

The above schedules are independent of
each other with two exceptions. These
involve the case of Miners Creek rights
having the option to divert from the
French Creek group when water is not
available from Miners Creek. These
rights are further limited by specify-
ing maximum allowable flows at given
points, regardless of the source of the
water

.

One peculiarity of this decree is that
it included two water rights that have
a specified amount but are subject to

the exclusive control of the other own-

ers of the ditch.

The French Creek watermaster service
area was created on November 19 . 196B,

and service was started on July 1, 1969-

There are 27 water users in the service
area with water rights totaling 30-59
cubic feet per second.

Water Supply

The water supply is derived from snow-
melt runoff, springs and seepage, and
occasional suumer thundershowers

.

A map of the French Creek stream system
with the diversions and roads is pre-
sented as Figure 8, page ^T-

Basis of Service

The rights on this creek system were
determined by a court reference and
set forth in Decree No. 14478, Siskiyou
County Superior Court, dated July 1,

1958.

Water is distributed according to three
schedules: North Fork French Creek
with three priorities; Miners Creek
with three; and the French Creek, Paynes
Lake Creek, Horse Lake Creek and Duck
Lake Creek system with seven.

The watershed of French Creek contains
about 32 square miles of heavily forested,
steep, mountainous terrain of the east-
erly slopes of the Salmon Mountains. It

varies in elevation from about 7.200 feet
along its west rim to about 3,200 feet

at the foot of the slopes bordering
French Creek Valley. Snowmelt runoff
is normally sufficient to supply all de-
mands until about the middle of July.
The daily mean discharge of Duck Lake
Creek, a tributary, is presented in

Table l4
, page 46.

Method of Dist r ibut ion

Irrigation is accomplished primarily by
wild flooding, with permanent pasture
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and alfalfa fields comprising the major
crops. Water is conveyed by ditches
and laterals to the place of use.

1972 Distribution

Watermaster George H. Pape, Associate
Engineer, Water Resources, was on duty
in the French Creek service area from
July 1 until September 30.

Because watermaster service was initia-
ted during the I969 season, little data
is available for a water supply compari-
son with past years. However, it is the
opinion of most ranchers in the area

that water-year conditions were somewhat
below average.

Upper third priority allotments were
shut off on August 20 to satisfy the
upper second priority rights. However,
some third priority allotments lower
down were available throughout the re-
mainder of the season.

Those with downstream first, second, and
third priority allotments can rely on a

more dependable water supply than the
upper users due to inflow from Paynes
Lake, Horse Range, and North Fork French
Creeks, all tributaries to French Creek
below the upper users.

FRENCH CREEK WATERMASTER SERVICE AREA

972 Daily Mean Discharge in Cubic Feet Per Second







Hat Creek Watermaster Service Area

f

,The Hat Creek service area is in the

'^eastern part of Shasta County north of
Lassen Volcanic National Park. The
maps, Figures 9 through 9b, pages 51
through 53, show the Hat Creek service
area and stream system, including loca-
tions of the diversions of the upper and
lower user groups.

Hat Creek, which flows in a northerly
direction through the area, is the only
source of water supply in the service
area. The place of use is Hat Creek
Valley, which is approximately 20 miles
long and 2 miles wide, extending north-
ward from about 3 miles south of the
town of Old Station to the confluence
with Rising River. The irrigable lands,
which consist primarily of volcanic ash,
are interlaced with large outcroppings
of volcanic rocks.

Basis of Serv ice

Water from Hat Creek is distributed
under provisions of court reference ad-
judications which resulted in Decree No.

5724, dated May ik, 192^+, and Decree No.

7858, dated May 7, 1935, Shasta County
Superior Court.

Watermaster service in the Hat Creek
area has been provided in accordance
with the decree since 1924. The exis-
ting service area was created on Septem-
ber 11, 1929. The decree defines the
allotments in two separate schedules:
upper and lower users, requiring 10-day
rotations beginning at 6 a.m.. May 1,

and terminating at 6 a.m., October 28.

All water rights are of the same prior-
ity, with the surplus flows distributed
according to the users that are on ro-
tation. The upper users' water rights
require 154.7 cubic feet per second and
the lower users require 166.5 cubic feet
per second. The lower users require
more because of additional channel loss.
When the uppter users are being served,
the lower users receive a minimum flow
for stockwater.

Water Supply

The water supply of Hat Creek is derived
from snowmelt runoff from Lassen Peak
and from large springs. Snowmelt nor-
mally creates a high flow during May and
June, but the substantial portion of the
summer supply comes from large springs
which decrease only slightly in output.
Only after a series of dry years does
the flow of these springs fall much be-
low 75 percent of total allotments.

A record of the daily mean discharge of
Hat Creek near the town of Hat Creek is

presented in Table 15, page 50-

Method of D ist ribut ion

Most irrigation in the area is accom-
plished by wild flooding. Large heads
of water are used to cover the land
rapidly, thereby preventing excessive
loss from percolation in the extremely
porous soil. Diversion dams constructed
across the creek serve to divert water
into large ditches. The fields, many of
which have checks and borders, are then
flooded from the main diversion ditch
or from laterals. A few domestic rights
are met by pumping directly from Hat
Creek.

1972 Distr ibut ion

Virgil Buechler, Water Resources Tech-
nician II, served as watermaster in the
Hat Creek service area from May 1 until
September 30, 1972.

The available water supply for Hat Creek
was about average. The snowpack on
Lassen Peak was near normal. The flow
of the springs tributary to Hat Creek
was above normal. The flow in Hat Creek
near Old Station was in excess of l45
cubic feet per second throughout the
simmer.

The usual 10-day rotation schedule was
not initiated until July 30. During
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this rotation, the lower users received
100 percent of their allotments (one
priority). The Aiig\ist 9 rotation to
the lover users was on a 95 -percent

basis. Then the flow in the creek in-
creased and the remainder of the 10-day
rotations were on a 100-percent basis.

HAT CREEK WATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Feet Per Second
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Figure 9a

26

T34N

T33N

(0

DIVERSION
NUMBER NAME

1 Hat Creak Properties

3,D Stevenson
(Total Al lottnient)

4 G. Parrlsh

F Zaehary Ditch

5 Brown

6,7,8 Wilcox

8 Brown (not in WSA)

8,9 Ryon

g Patton

G,H Sites (Total Water
Right)

11 Valentine

12 Valentine

13.14.15 Morri

J Dunwoody

* Continuous flow allotments are design-
ated by alphabetical diversions.

A Permanent Record Station. Upper and
Lower Users are on ten day rotation
Minimum flows allowed in each diver-
sion ditch when not on irrigation
schedule.

^Watermaster Installed Recorder Station.
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Figure 9b
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Wolf Creek. The available water supply
of Wolf Creek was sufficient to satisfy
all allotments (three priorities) until
July 30, The streamflow gradually de-
creased until only first priority allot-
ments were being served on August 15

.

Lights Creek and Tributaries. The avail-

able water supply of Lights Creek was
sufficient to satisfy all allotments
(three priorities) until July 10. The
available water supply of Cooks Creek
satisfied all allotments until July 15-

Indian Creek. The available water supply
was sufficient to satisfy all allotments
(three priorities) until July 10.'

Special Occurrences

Control devices or orifices were not
needed at Diversion 5^ or 55, due to
the fact that Antelope Reservoir did not
spill on May 1 and the project release
was set at 5-0 cubic feet per second as

required. The inflow was equal to or
slightly below this amount and the seep-
age and leakage past these diversions was

sufficient to satisfy the project opera-
tions criteria.

INDIAN CREEK WATERMASTER SERVICE AREA
1972 Dally Mean Discharge In Cubic Feet Per Second



IHf RtSOUBCFS »GENCr

DEPARTMENT OF WATER RESOURCES
CENTRAL DISTRICT

SCHEMATIC D lAGRAM
D I V E R S I M S FROM

I N D I A H CREEK
ATERHASTER SERV ICE AREA





'



VERSION



Middle Fork Feather River Watermaster Service Area

The Middle Fork Feather River service

area is located in the plateau area on

the west slope of the Sierra Nevada

Mountains in the eastern portions of

Sierra and Plumas Counties.

Major sources of supply for this ser-

vice area are the Middle Fork Feather
River and its tributaries in the Sierra

Valley. The area is comprised of five

major stream groups. These groups,

starting in the northeast corner of the

valley and proceeding in a southerly

and westerly direction, are Little Last

Chance Creek, Smithneck Creek, Webber

Creek and tributaries, West Side Canal,

and Fletcher Creek and Spring Channels.

The Middle Fork Feather River flows gen-

erally north for approximately 20 miles
through Sierra Valley. It then flows

out of the valley in a westerly direc-

tion near Beckwourth. The major place

of use is in Sierra Valley, which is

about 15 miles long and 10 miles wide.

The average elevation of the valley

floor is i^, 900 feet.

M aps of the Middle Fork Feather River

service area are presented as Figiires

11 through Ilk, pages 6k through 76.

Basis of Service

The water rights on this stream system,

which is in Pliamas and Sierra Counties,

were determined by a statutory adjudi-

cation and set forth in Decree No. 3095,

Plumas County Superior Court, dated
January I9, 19^0.

The Middle Fork Feather River water

-

master service area was created on

March 29, 19^0 and excluded certain

tributaries and springs. The service

area has been amended three times to

include and exclude certain water rights.

There are currently 98 water right own-

ers in the service area with total al-

lotments of 371.565 cubic feet per

second.

The Middle Fork Feather River decree es-

tablishes the number of priority classes

for each of the major stream systems
within the Middle Fork Feather River ser-
vice area as follows: Little Last Chance

Creek - eight; West Side Canal Group -

five; Fletcher Creek and Spring Channels
- three; Sierra Valley Water Company -

one; Webber Creek and tributaries - six;

and Smithneck Creek - five.

Water Supply

The major water supply in the Middle Fork

Feather River service area is derived
from snowmelt runoff, with minor flow

from springs and from supplemental stored

and foreign water.

Natural flows of Little Last Chance Creek
are supplemented by reservoir storage
provided by Frenchman Dam which was con-

structed by the Department of Water Re-

sources in 1961. Stored water is re-

leased and used as needed under the pro-
visions of an annual contract. Smithneck

Creek flow is normally sufficient to sup-

ply all allotments until about the middle
of May. It then decreases until about

June 1. Only first and second priority
allotments are then available for the

remainder of the season.

The natural flow of Webber Creek is nor-

mally sufficient to supply all allotments

until the middle of May. At that time

up to 60 cubic feet per second is diverted

from Little Truckee River to supplement

the flow. This imported water is diverted
through the Little Truckee Ditch into

Onion Creek and then into Webber Creek via

Cold Stream for use of shareholders in

the Sierra Valley Water Company. This
supplemental supply decreases rapidly dur-

ing July, producing only a small quantity

during the latter part of the season. The

West Side Canal streams normally supply

all allotments until the first part of

June. The flow then gradually declines

throughout the season.
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The flow of Fletcher Creek and Spring

Channels normally supplies all allot-

ments until July 1. The flow then grad-

ually declines for the remainder of the

season.

Records of the daily mean discharge of

several stream gaging stations in the

Middle Fork Feather River service area

are presented in Tables IT and l8, page

63.

Method of Distribution

Wild flooding is employed by the major-

ity of the water users to irrigate their

fields. Small diversion dams are placed

in the stream channels to divert the

water into individual distribution sys-

tems. Check dams are constructed in the

swales to implement flooding once the

water reaches the fields.

1972 Distribution

Watermaster service began April 1 in the

Middle Fork Feather River service area

and continued until September 30. Joe

Nessler, Water Resources Engineering

Associate, was supervising watermaster

during this period. Conrad Lahr, Water

Resources Technician II, assisted as

deputy watermaster.

This was a drier than average season in

the service area due to below-normal
snowpack resulting in less spring runoff.

Little Last Chance Creek. This was the

eleventh season of operation for French-

man Dam and Reservoir. Release and dis-

tribution of water was in accordance with

the annual contract between the Depart-

ment of Water Resources and the Last

Chance Creek Water District, Contract
releases started April 2U and ended

October 31, Total delivery during the

season was 1^4,^30 acre-feet.

Siithnecl( Creek. The available water
supply was sufficient to satisfy all
allotments (five priorities) until mid-
March. On April 5 a two-week rotation
schedule for the users below Loyalton
was started. By July 5 the flow had
dropped to less than four cubic feet per
second below Loyalton and the rotation
was discontinued.

Webber Creek and Tributaries. The nat-

ural flow of Webber Creek was sufficient
to supply all allotments (six priorities)
until about May 1. It then decreased
gradually lontil about 30 percent of sec-
ond priority allotments were being served
at the end of the season. Impiortation

of water from the Little Truckee River
was begun on April h to supplement the
natural flow of Webber Creek to satisfy
all allotments of the Sierra Valley
Mutual Water Company shareholders (one

priority). A total of 6,090 acre-feet
of water was diverted through the Little
Truckee Ditch up to September 2k at

which time diversion was terminated.
This diversion provided sufficient water
until about July 1.

West Side Canal GroOp. The available
water supply in the West Side Canal
Group, consisting of Hamlin, Miller and
Turner Creeks, was sufficient to satisfy
all allotments (five priorities) until
raid-May at which time a rotation sched-
ule was initiated for the water users
on Turner Creek below Highway 89. The
water supply continued to decrease and

by August there was only sufficient sup-

ply for first and 20 percent of second
priority. ,

Fletcher Creek and Spring Channels.

The available water supply was sufficient
to satisfy all allotments (three priori-
ties) until about July 1. The flow then
dropped gradually aad by August there was

only enough water to supply first priority

users

.
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MIDDLE FORK FEATHER RIVER WATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Feet Per Second

TABLE 17

LITTLE TRUCREE DITCH AT HEAD

Day : March : April : May : June : July August September : Day

1 56 Ts 3.0 ~i r
2 52 41 2.8 4.6 2
3 48 35 2.8 2.8 3
4 14* 44 31 2.6 2.6 4

5 30 44 28 2.4 3.0 5

6 30 44 25 2.3 2.8 8
7 29 44 21 2.3 2.4 7

8 27 42 19 2.3 2.4 8
9 27 41 17 2.3 2.4 9

10 27 40 15 2.1 2.4 10

11 28 31 14 2.1 2.4 11

12 29 40 14 1 .9 2.4 12
13 30 55 13 1.9 2.4 13
14 32 60 13 1.9 2.4 14
15 34 60 12 1.9 2.4 15

16 34 60 11 1.9 2.4 16
17 32 60 9.5 2.1 2.3 17
18 35 60 9.2 2.1 2.3 18
IB 40 60 8.2 1.9 2.3 19
20 35 59 7.9 1.7 2.3 20

21 31 58 7.9 1.6 2.3 21

22 13 56 7.6 1.7 2.3 22
23 21 53 6.5 1.6 2.1 23
24 37 50 5.9 1.4 2.1 24
25 41 47 5.1 1.4 2.1 25

26 45 52 5.1 1.3 1.6" 26
27 49 58 4.6 1.3 27
28 S3 58 4.1 1.3 28
28 S3 56 3.6 1.6 29
30 53 52 3.6 2.1 30
31 56 3.6 3.4 31

-"iia-S 3i.-5 5f:3 fi.-J 57(5 :"Tg Me-afi-
^""OH Tn ,g,. 3055 885 125 133 RunofT Tn

Acre-Feet
'^'* ^°" ""^ '^^ '" Acre-Feel

* Begi nn i ng of Flow
** End of Flown

TA8LE 18

MIDDLE FORK FEATHER RIVER AT PORTOLA

Day : March : Ap r i I : May : June : July : August : September Day

1 934 129 81 69 24 13 10 1

2 830 119 85 61 23 13 11 2

3 645 111 78 56 23 12 11 3

4 548 104 67 54 18 13 11 4

5 518 119 60 58 8.1 12 12 5

6 537 167 53 62 8.8 12 12 6

7 552 243 51 67 7.7 12 13 7

8 511 305 55 72 6.2 12 13 8

9 480 305 63 73 5.0 11 13 9

10 499 250 66 71 12 11 14 10

11 558 232 64 67 17 11 14 11

12 576 267 58 65 16 11 15 12

13 536 318 55 60 15 11 15 13

14 453 356 52 57 14 11 15 14

15 391 366 54 64 11 11 14 15

16 317 344 53 66 10 11 16 16

17 254 313 51 57 II 11 17 17

18 237 274 52 52 9.9 11 17 18

19 222 219 93 48 10 11 17 19

20 213 168 143 44 11 11 17 20

21 201 151 160 41 10 10 18 21

22 189 133 168 44 9.2 10 17 22

23 190 111 157 55 8.7 9.9 18 23

24 188 94 173 41 9.6 8.1 19 24

25 188 77 166 43 9.0 8.1 19 25

26 191 31 143 49 8.8 8.1 24 26

27 201 11 122 35 9.3 8.6 24 27

28 193 28 107 28 9.6 9.4 22 28

29 173 82 95 27 13 13 23 29

30 158 78 87 27 13 12 26 30

:::i;?n;::::::iJf::::::;iir::::::::s!:fi:::::s3:r::::[h:::::^

IuI-hI" "*" "'8^'' "36 3199 740 671 966 Jcl'2-Feel'

-63-



SCHEMATIC DIAGRAM
MIDDLE FORK FEATHER RIVER
WATERMASTER SERVICE AREA
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FIGUrtH !io

ALLOCATIONS FROM LITTLE LAST CHANCE
ABOVE HIBHVAY 70



FIGURE I lb

ALLOCATIONS FROM LITTLE LAST CHANCE CREEK
BELOW HIGHWAY 70

Diversion



FIfiURE lie

LOVALTON
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FIGURE lid

^orrit Slough

1^ E d e Lake

PLUMAS

SIERRA



FIGURE Me



FIGURE llf

ALLOCATIONS FROM UIDDLE FORK FEATHER RIVER
BETWEEN SIERRAVILLE S PASOUETTI RANCH

Diversion No.



FIGURE I Ig



FIGURE llh

ALLOCATIONS OF WEST SIDE CANAL
FROM THE SIERRA VALLEY RANCH NORTH

Divers ion No.



FIGURE Mi

BECKWOURTH

ALLOCATIONS



FIGURE llj

ALLOCATIONS FROM WEST SIOE CANAL GROUP
SOUTH OF SIERRA VALLEY RANCH

Diversion No.

158.159,161.)
162.261 )

160. 161. If

164.167

165.167.168.)
169,170,171.)
173.174,177 )

172,177,178,)
184,185 )

174,202

175.184,11
187

180

175,181
183,184,
187,189
202

176

180,188

182,)
185.)
190,)

)

189,191 ,202,)
2 04,205

176.203

176

Present Owner



FIGURE Ilk

m

^

@^-^B^-''
FLETCHER '.R

SPRING CHANNELS

e\

^CO RD A-23

ALLOCATIONS FROM FLETCHER CREEK
AND SPRING CHANNELS

Diversion No. Present Oonei
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North Fork Cottonwood Creek Service Area

The North Fork Cottonwood Creek service
area is situated in Shasta County near

the tovn of Ono west of Redding. Fig-
ure 12, page 79, shows the North Fork
Cottonwood Creek stream system inclu-

ding the diversions and roads.

The source of water supply for this
service area is the North Fork of Cot-
tonwood Creek and its two major tribu-
taries. Moon Creek and Jerusalem Creek.

The North Fork of Cottonwood Creek flows

through the service area in a south-
westerly direction to its confluence
with the other two major forks of Cot-
tonwood Creek and then to the Sacramento
River east of the town of Cottonwood.

The service area consists of sparsely
scattered parcels separated by steep,

brushy hills. These lands are at about

the 1,000-foot elevation.

Basis of Service

The water rights on this creek system
were determined by court reference and

set forth in Decree No. 5^79, Shasta
County Superior Court, dated June 9,

1920. The North Fork Cottonwood Creek
watermaster service area was created
September 11, 1929; however, service
was provided intermittently in accord-

ance with the decree since 1924. There
are 13 water right owners in the area
with total allotments of 30.30 cubic

feet per second, all with equal
priority.

Water Supply

Snowmelt contributes to the flow in the

North Fork Cottonwood Creek system dur-
ing the early part of the irrigation

season. However, perennial springs

provide the major source of supply dur-
ing the summer and fall months. The
flow is normally sufficient to supply
all demands. In dry years, however,

the available supply may be as low as

30 to 40 percent of the decreed allot-
ments .

A record of the daily mean discharge of
North Fork Cottonwood Creek near Igo is

presented in Table I9 . This stream
gaging station is downstream from most
diversion points on the creek, but gives
a general indication of the water supply.

Method of Dist r ibut ion

The general practice throughout the area
is to irrigate by wild flooding. One
water user, however, puTips directly from

the creek using a sprinkler system to

irrigate his crops. Pumping was necess-
ary at this diversion point because the
irrigated land was considerably higher
in elevation than the creek channel.

1972 Distr ibut ion

John M. Miller, Water Resources Techni-
cian II, was watermaster in the North
Fork Cottonwood Creek service area be-
ginning June 1, 1972, and continuing
until September 30.

The available water supply was below
average for the 1972 irrigation season.

The stream gaging station at the Gas

Point Road bridge recorded a total of
10,1^0 acre-feet between April 1 and

September 30.

Special Occurrences

Rainbow Lake, behind Musselbeck Dam,
started the irrigation season at gage

height i+O feet, far below its storage
capacity, due to safety standards of
the Division of Safety of Dams. Cur-

tailment of storage will be in effect
until extensive repairs are made to the

dam.
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NORTH FORK COTTONWOOD CREEK NATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Feet Per Second



Jtrusaltm
Ditch 2.50cfs

DWR-N. Fk. Cottonwood
Cr Near Igo

'°*'»'ooo^

^ Parmanant Recorder Station
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DEPARTMENT OF WATER RESOURCES

NO«TME»N DISIIICT

D I VERSIONS FROM
ORTH FORK COTTONWOOD CREEK
WATERMASTER SERV ICE AREA
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North Fork Pit River Watermaster Service Area

The North Fork Pit River service area

lies along the west slopes of the War-

ner Mountains in northeastern Modoc

County and extends from the Oregon

border about U5 miles southward to a

point just south of Alturas.

A series of eight small independent

streams draining the west slope of the

Warner Mountains and generally follow-

ing a westerly direction comprise the

major source of water supply. Three of

these streams, New Pine, Cottonwood,

and Davis Creeks, are tributary to

Goose Lake. All other streams in the

service area are tributary to the North
Fork Pit River. These are: Linville,

Franklin, Joseph, Thoms, and Parker

Creeks

.

The North Fork Pit River flows in a

southerly direction from the south rim

of Goose Lake to its confluence with

the South Fork Pit River Lmmediately
below Alturas. The basins of Goose

Lake and the North Fork Pit River may

be considered as completely separate,

since the lake has not spilled into

the river for nearly 100 years.

The place of use in the northern half
of the area lies in a relatively long,

narrow, sloping strip extending between

the eastern shore of Goose Lake and the

foothills of the Warner Mountains, The

places of use in the southern half of

the area, which are supplied from the

North Fork Pit River and its tributar-
ies, are primarily in the narrow valleys

bordering the streams. The elevation

of the places of use range from about
i+,350 feet just below Alturas to about

5,200 feet at the upper limits on some

of the creeks.

Maps of the North Fork Pit River water

-

master service area and of the separate
stream systems within the area are pre-
sented as Figures I3 through 13j, pages

91 through 101.

Basis of Service

There are 9I water right owners in the
service area with allotments totaling

214.55 cubic feet per second. Table 20,

page 84 briefly outlines the five decrees
covering the area and presents data rel-
ative to establishment of watermaster
service and water rights.

Water Supply

The water supply is derived primarily
from snowmelt for all streams in the
North Fork Pit River service area except
Linville Creek, which, having a relatively
small drainage area, is almost entirely
spring fed. After raid-June, the rest of
the streams also depend on springs to
maintain their flow, but diminish rapidly
until mid-July, after which the flow re-
mains fairly constant. There are several
small reservoirs in the area, but they

are used essentially as regulatory
storage.

Method of Pi st

r

ibut ion

Distribution is accomplished by diversion

structures in the main channels diverting
into ditches which convey the water to

its place of use. Wild flooding from
small feeder ditches is the common method
of application. There is, however, in-

creasing use of sprinkler systems, some

directly from ditches with supplemental
ground water being added as the surface
flow diminishes. Subirrigation by the

use of large flashboard dams to raise the

water level in the channel is practiced
along the North Fork Pit River between

Parker Creek and Alturas.

1972 Pi str ibution

Watermaster service began April 20 in

the North Fork Pit River service area

and continued until September 30.

Charles H. Holmes, Assistant Engineer,
Water Resources, was watermaster during

this period.
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The available water supply during the
spring months was excellent throughout
thd service area. Because of a very
varm summer, however, streamflows dur-
ing the latter part of the season were
near average conditions.

Nil Pini Creik. surplus water was
available to New Pine Creek water right
owners throughout the period that the
proration or correlative system of dis-
tribution was in effect (until June 27),
Commencing July 1, in accordance with
provisions of the decree, distribution
was based on the priority system (four
priorities). Fourth priority allot-
ments were satisfied until August h.

Thereafter, the flow gradually decreased
until approximately 25 percent of third
priority allotments were being met at

the end of the season.

Cottonwood Creek. A sufficient water
supply existed in Cottonwood Creek to

satisfy all allotments (six priorities)
until late spring. The fourth priority
allotments were served iHitil June J.

Thereafter, the flow decreased gradually,
reaching first priority level on June 15

.

By the end of the season the flow had
decreased until only about 11 percent
of first priority allotments were
served.

Divis Creek. The available water sup-
ply in Davis Creek was sufficient to

satisfy all allotments (four priorities)
until June I3. One hundred percent of
third priority allotments were served
until June 22. One hundred percent of
second priority allotments were avail-
able throughout the remainder of the
season. At the end of the season the
flow was about 2 t)proent of third pri-
ority allotments.

Linville Creek. The available water
supply in Linville Creek decreased
steadily from the time watermaster ser-
vice began until the end of the irri-
gation season. The available supply
for first priority allotments ranged
from 86 percent on May 17 to 52 per-
cent at the end of the season.

Franklin Creek. The available water
supply in Franklin Creek was sufficient
to satisfy all allotments (four prior-
ities) from April 28 until June 5- One
hundred percent of the third priorities
were served until June 9. The flow then
gradually decreased until mid-September
when 19 percent of third priority allot-
ments were being served. On September 15
the winter schedule of priorities became
effective. Under this schedule, only I5
percent of third priority allotments were
met.

Joseph Creek. ^ surplus water supply ex-
isted in Joseph Creek until June I6. The
flow then receded until on August 29 only
first priority allotments (four priori-
ties) were served. Thereafter, the flow
gradually decreased to 85 percent of
first priority allotments at the end of
the season.

Thoms Creek. A sufficient water supply

existed in Thoms Creek to meet all allot-
ments (three priorities) until July 12.

The flow then gradually decreased to 6

percent of third priority allotments at
the end of the season.

Gleason Creek. The available water sup-'
ply in Gleason Creek was sufficient to
satisfy fourth priority allotments (five
priorities) until April 25. The flow
then rapidly dropped to 100 percent of
third priority allotments by May 23. By
June 15 the creek was dry.

Shields Creek. A surplus water supply
existed in Shields Creek until mid-June.
The flow decreased rapidly until approx-
imately 75 percent of second priority
allotments (four priorities) were served
on July 31- The supply then gradually
decreased until the end of September
when 30 percent of second priority allot-
ments were being supplied.

Parker Creek. The flow in Parker Creek
peaked in mid-May and continued to serve
100 percent of all allotments (four pri-
orities) until mid-June. From then until
lute September the flow continued to de-
crease gradually. At that time about 20
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percent of third priority allotments until July 6 when only first priority
were served. allotments (five priorities) were being

served. The decrease continued until
North Fork Pit River. A surplus water July 20 when only 53 percent of first
supply existed in the North ForK. Pit priority allotments were available.
River unt"! June 1.5. Or that date the This condition continued throxighout

Dorris Reservoir allotments were re- the remainder of the season,
duced. The flow then decreased rapidly
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TABLE 25

FRANKLIN CREEK ABOVE DIVERSIONS

Day March
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NORTH FORK PIT RIVER NATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Feet Per Second

TABLE 29

PARKER CREEK AT F06ARTY RANCH

Day : March : Apr i I : Bay : Juna : July : August : Septanbef : Day

1
"56^

41 IS 5.3 sTb r
2 56 40 14 5.1 3.6 2
3 58 39 14 4.9 3.5 3
4 56 38 14 4.9 3.5 4
5 55 39 14 4.8 3.5 5

8 53 38 13 4.7 3.6 6
7 52 38 13 4.6 3.6 7

B 51 36 12 4.6 3.6 8
fl 50 35 11 4.6 3.6 9

10 51 33 10 4.5 3.8 10

11 51 32 9.8 4.4 3.6 11
12 50 30 9.5 4.4 3.5 12
13 49 29 9.6 4.3 3.5 13
14 49 28 9.3 4.3 3.3 14
15 49 27 9.2 4.3 3.1 15

16 50 25 8.9 4.4 3.1 16
17 52 23 8.8 4.4 3.1 17
18 53 23 8.5 4.3 3.0 18
18 55 22 8.2 4.2 2.9 19
20 57 21 8.1 4.0 2.9 20

21 56 21 7.7 4.0 2.8 21
22 55 21 7.4 4.0 2.8 22
23 52 20 7.1 4.0 2.8 23
24 50 19 6.8 4.0 2.8 24
25 48 18 6.6 3.9 2.8*» 25

26 47 18 6.5 3.9 26
27 45 17 6.0 3.9 27
28 44 16 5.8 3.9 28
29 43 16 5.6 3.9 29
30 42 16 5.5 3.7 30
31 42 5.4 3.6 31

-..a?jo,..::::::.::::::::::::::::::srj::::::?!i?::::::9:4::::::4:3::::::::::^
Runoff fn iioj le^n ti-ia ohk i o Runoff fn
Acra-Feet 3124 1620 576 265 162 Acre-Feet
* Beginning of Record
•• End of Record

TABLE 30

SHIELDS CREEK BELOW PEPPERDINE RANCH

Day : March : Apr i I May : June July August : September Day

1 17» 9.8 5.2 2.2 2.1 ~T
2 16 9.6 5.2 2.2 2.1 2

3 17 9.5 5.1 2.1 2.1 3

4 19 9.3 5.0 2.0 2.0 4

5 20 9.1 5.0 2.0 2.1 5

6 19 9.0 5.1 2.0 2.0 6

7 18 8.8 6.0 2.0 2.0 7

8 18 8.7 4.9 2.0 1.9 8

8 17 8.5 4.8 2.0 1.8 9

10 16 8.3 4.7 2.1 1.8 10

11 17 8.3 4.6 2.2 1.9 11

12 16 8.1 4.6 2.0 1.9 12
13 16 8.0 4.6 2.0 1.9 13
14 16 8.0 4.5 1.9 2.0 14
15 15 7.8 4.2 2.0 2.0 15

18 14 7.7 4.0 2.2 2.1 18
17 16 7.5 4.0 2.3 2.1 17
18 18 7.3 4.0 2.1 2.2 18
19 14 7.2 3.8 2.1 2.3 19
20 14 7.0 3.7 2.1 2.1 20

21 15 6.8 3.5 2.1 2.2 21

22 15 6.6 3.3 2.0 2.2 22
23 15 6.3 3.2 2.0 2.1 23
24 14 6.2 3.0 2.1 2.0 24
25 13 6.0 2.8 2.1 I.9«* 25

26 13 5.9 2.8 2.1 26
27 12 5.7 2.8 2.1 27
28 11 5.8 2.7 2.0 28
26 11 5.4 2.6 2.0 29
30 11 5.2 2.4 2.0 30
31 10 2.3 2.0 31

':i"c'::"::;::::::::::::::::::::fs:r::::i:6:::::::ro:::::::i:r::::::::::?:o::::::::iian::
ftunoTT lii ... .. ,.. ,, -, fiunoff In
Aere-Faet '" *51 245 127 101 Acre-Feet
* Beginning of Record
•• End of Record
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NORTH FORK PIT RIVER WATERMASTER SERVICE AREA
1972 Dally Mean Discharge In Cubic Feet Per Second

TABLE 3t

PARKER CREEK ABOVE HIGHWAY 395 NEAR ALTURAS

May : Jun

53 22
55 19
56 18

"""liiein'__

fiunoff'Tn"
Acre-Feet

• Beg Inning of Record

14
13

1

1

25
27
15

7.5

5.2
4.8
6.8

13
6.8

5.2
4.8
4.2
5.2
4.5

4.8
21

15

8.2

11

8.2
8.2

1 1

13

'.'.[['A'.

667

July

10
10
9.4
6.4
4.5

4.5
4.5
3.9
4.8
6.8

6.6
4.5
3.4
3.5
3.4

2.3
1 .8

2.7
3.5
3.5

3.1
2.2
2.1

2.0
1 .7

1 .7

1 .6

1 .5

August

1.2
1.0

'.'Alt'.

73

1.0
1.0
1.0

1 .2

1 .2

1 .2

1 .2

1.2

1.2
1.1

1 .0
0.9

2.5-
6.9
2.5

Day

2

3

4

5

6

7

8

"'Ail
2539

ll'Al

23 8

Mean
ft0n"5ff"rii

Acre-Feet
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Pine Creek Watermaster Service Area

The Pine Creek service area is located

in southwestern Tehama County and north-

western Butte County, about 30 miles

southeast of the City of Red Bluff.

Pine Creek originates on the western

slopes of the Sierra-Nevada in the

southeastern portion of Tehama County

at an elevation of approximately i|,000

feet. The watershed consists mainly of

a steep-walled canyon through which the

stream flows in a southwesterly course

for about 12 miles to the canyon mouth

at the edge of the valley floor and

upper limit of the service area. The

stream then flows westerly about 5 miles

to the crossing of State Route 99 at the

lower end of the service area, and thence

southerly to its junction with the Sac-

ramento River west of Chico. An area of

about 22.6 square miles is drained by

Pine Creek before it reaches the valley

floor.

A map of the Pine Creek stream system is

presented in Figure 1^, page 105.

Basis of Service

The rights on this creek system were de-

termined by a coiirt reference set forth

in Decree No. T8i4, Tehama County Super-

ior Court, dated March 13, 195T. The
Pine Creek watermaster service area was

created June 22, 1972, and service began

for the first time on July 1, 1972.

There are seven water right owners in

the service area with rights totaling

k.k'i cubic feet per second. The decree

establishes three priority classes.

Water Supply

Precipitation is generally confined to

fall, winter, and early spring months,
with less than 10 percent of the total
falling between May 1 and September 30.

On July l8, 1972, a streamflow measur-
ing station was installed on Pine Creek
above the uppermost active diversion
from the stream. The daily mean dis-
charge of Pine Creek above Diversion 2

is presented in Table 32, page 10^.

Method of Distribution

One water user pumps directly from the
creek and uses a sprinkler system to

irrigate his crops. The others divert
water from Pine Creek by gravity and

irrigate by contour flooding.

1972 Pi stribut ion

Kenneth Morgan, Water Resources Engin-
eering Associate, was watermaster in

the service area beginning July 1 and

continuing until September 30.

The available water supply in Pine Creek
served about 60 percent of the third
priority allotment during July, August,
and September, During the summer of

1972 several ranches were consolidated,
which reduced the regulation of water
required on Pine Creek. The Pine Creek
watermaster service area will be inac-

tive during 1973 as all of the water
rights will be controlled by the Marion
Ranch.
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PINE CREEK WATERMASTER SERVICE AREA
r2 Daily Mean Discharge in Cubic Feet Per Second

Day

r
2

3

7

8
8

10

11

12

13
14
IS

16
17

18

19
20

21

22
23
24
25

26
27
28
29
30
31

"iMean^;;
Runoff Tii

Acre-Feel

PINE CREEK ABOVE DIVERSION NO. 2

2.6*
2.6
2.6

2.6
2.6
2.6
2.6
2.6

2.6
2.6
2.6
2.6
2.6
2.6
"?:6"

August

2.6
2.6
2.6
2.6
2.8

2.6
2.6
2.6
2.6
2.8

2.8
2.6
2.7
2.8
2.8

2.9
2.9
2.9
2.8
2.8

2.8
2.7
2.7
2.7
2.6

2.6
2.7
2.7
2.7
2.6
2.6

2.6
2.6
2.6
2.6
2.7

2.8
2.8
2,7
2.7
2.8

2.8
2.9
2.6
2.8
2.8

2.8
2.9
2.9

jrr

Oay

r
2

3

4
5

8
7

8
9
10

It

12
13
14
15

IB
17
16

21

22
23
24
25

26
27
28
29
30
31

8ean__
Runoff fn

Acre-Feet

Beg inning of Record

ve rs ion No. 1 not ac t i
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DIVERSION

NUMBER

1

NAME CFS

Ronay. E I w I n A. 200

Canpbel I . Ralph F.O 850
McKee. Leonard C. 0.425
Wur I I tzar

. Howard 0.425
Trout. Rachel R 1 200

Mar Ion. Elmer C. 800
Shel ton. John A 530

(purap)
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Shackleford Creek Watermaster Service Area

The Shackleford Creek service area is

located in western Siskiyou County near

the tovn of Fort Jones in Scott Valley.

The major sources of water supply for

this service area are Shackleford Creek,

which flows through the central part of

Quartz Valley, and its tributary. Mill
Creek, which rises east of the head-
waters of Shackleford Creek. Evans
Creek, a small tributary to Mill Creek,

enters from the south.

The service area encompasses the Quartz

Valley region of Scott Valley and in-

cludes the entire agricultural area
within the Shackleford Creek Basin.

It is about 2 miles wide by 6 miles
long with the main axis and drainage
running from south to north. Elevations
on the agricultural area range from
about 3,100 feet at the south to about

2,650 feet at the confluence of Shackle-
ford Creek and Scott River.

Maps of the Shackleford Creek stream
system are presented as Figures 15 and
15a, pages 109 and 110.

Basi s of Ser»ic8

The Shackleford Creek watermaster ser-

vice area was created on November 6,

1950. Water is distributed under the

provisions of a statutory adjudication
which resulted in Decree No. 13775,
Siskiyou County Superior Court, dated
April 3, 1950.

The allotments are defined in four sep-

arate schedules. The Upper Shackleford
Creek Group and Lower Shackleford Creek
Group each have seven priority classes
and the Upper Mill Creek Group and Lower
Mill Creek Group each have three pri-

ority classes.

Along with these schedules of allot-
ments during the irrigation season, the
decree defines two storage rights up-
stream of all other diversions. This

stored water is released late in the
irrigation season and commingled with

the natural flow of Shackleford Creek
for use by the owners

.

There are presently ^2 water users in

the service area with allotments total-
ing 64.73 cfs.

Water Supply

The water supply for Shackleford Creek
is derived from snowmelt runoff, springs
and seepage, and supplemental stored
water released from Cliff Lake and Camp-
bell Lake. These lakes are located near
the headwaters of Shackleford Creek.

The watershed of the Shackleford Creek
stream system contains about 3I square
miles, located in the heavily forested,
steep, mountainous terrain of the north-
easterly slopes of the Salmon Mountains.
It varies in elevation from about 7,000
feet along its west rim to about 3,000
feet at the foot of the slopes bordering
Quartz Valley. Snowmelt runoff is nor-
mally sufficient to supply all demands

until the middle of July. The supply
then usually decreases until the first
part of August when water is released
from Cliff and Campbell Lakes to main-
tain sufficient flow for second priority
allotments in the Shackleford ditch.

Method of Distribution

Irrigation is accomplished primarily by
wild flooding of permanent pasture and
alfalfa fields. Water is distributed
by ditches and laterals to the places
of use. Shackleford ditch, the largest
of these ditches, has a length of about
6 miles and a capacity of about 12 cu-
bic feet per second.

1972 D ist r ibut ion

Watermaster service began June 1 in the
Shackleford Creek service area and
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continued until September 30, with priority water rights in late July, and,

George H. Pape, Associate Engineer, as flow continued to recede, third pri-
Water Resources, as watermaster. orities had to be shut off in early

August. After that there were only
The available water supply was about first and second priority allotments
normal early in the season and somewhat available through September in de-
below normal after August 1, The avail- creasing amounts,
able supply was too low to supply fourth
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Shasta River Watermaster Service Area

The Shasta River service area is situa-

ted in the central part of Siskiyou
County, south and east of the tovn of
Yreka.

as Figures l6 through l6i, pages II9
through 128.

Bas is of Serv ice

The source of water supply is Shasta
River and its several tributaries. The
upper reaches of the service area are
served by two groups of tributaries.
One group, comprising Boles, Beaughan,
Carrick, and Jackson Creeks, rises on

the northwestern slopes of Moiont Shasta.

The other group, consisting of Dale and
Eddy Creeks, and Shasta River west of
U. S. Highway 99, rises on the eastern
slopes of the Trinity Mountains. All
these streams join the main stem Shasta
River above Dwinnell Reservoir near the
town of Weed. As the Shasta River flows

northward from Dwinnell Reservoir to its

confluence with the Klamath River, north
of Yreka, it is joined by three major
tributaries. Parks Creek, rising on

the eastern slopes of the Trinity Moun-
tains, enters from the west near the
town of Gazelle. Big Springs Creek,

from Big Springs Lake, enters from the

east about a mile below Parks Creek.

Little Shasta River, rising on the west-
ern slopes of the mountainous area be-
tween Butte Valley and Shasta Valley,

enters from the east near the town of
Montague

.

The place of use is in Shasta Valley
which is approximately 30 miles long
and 30 miles wide. The valley has nu-

merous small, coneshaped, volcanic hill-
ocks scattered throughout its central
portion that produce the effect of divi-
ding the area into a number of distinc-
tively separate parts. Because of these
formations only about 1^^1,000 acres of
the approximately 507,000 acres within
the valley are irrigable. The valley

floor elevation averages approximately
3,000 feet.

Maps of the major stream systems in the
Shasta River service area are presented

The Shasta River watermaster service
area was created on March 1, 1933- The
appropriative water rights on this
stream system were determined by a

statutory adjudication which resulted
in Decree No. 7035, Siskiyou County
Superior Court, dated December 29,

1932.

The decree describes the water rights
of the entire stream system in alpha-
betical order of users. The rights
supervised by the watermaster are bro-
ken down into eight separate schedules.
These are: Shasta River above its con-
fluence with Big Springs Creek, ^3
priorities; Boles Creek, 20 priorities;
Beaughan Creek, 5 priorities; Jackson
Creek, 7 priorities; Carrick Creek,

13 priorities; Parks Creek, 25 priori-
ties; Shasta River below its confluence
with Big Springs Creek and Big Springs
Creek and tributaries, 29 priorities;
and Little Shasta River, 7 priorities.
Additional schedules include Willow
Creek, Yreka Creek, and miscellaneous
independent springs, gulches
sloughs, but these are not included
in the service area.

By agreement with the Montague Water
Conservation District, owner of Dwin-
nell Reservoir, five water users immed-
iately below the reservoir receive a

fixed annual allotment of water from
storage in lieu of their decreed con-
tinuous flow allotments which would be
based upon the available natural flow.

A peculiarity of the Shasta River de-
cree is that it defines only appropria-
tive rights and excludes a namber of
riparian users on the lower Shasta
River. Owners of these rights are not

subject to watermaster supervision.

-Ill-



causing considerable distribution prob-

lems during seasons of short water supply.

There are presently 110 water users in

the service area with allotments total-
ing 602.322 cubic feet per second.

Water Supply

The water supply for Shasta Valley is

derived from snowmelt runoff, springs

and underground flow, and occasional

summer thundershowers . In several por-

tions of the stream system the springs

from underground flow are adequate to

supply most allotments throughout the

season. Much of the underground flow

is derived from the northern slopes of

Mount Shasta, which rises to an eleva-
tion of 14,162 feet at the south end of

Shasta Valley. Although the snowpack

on Mount Shasta is usually heavy, there

is negligible surface runoff.

Parks Creek, Upper Shasta River, and

Little Shasta River derive a major por-

tion of their water supply from snow-

melt runoff. This flow is usually ade-

quate to supply all allotments until

the middle of May.

Beaughan Creek, Carrick Creek, Shasta

River from Boles Creek to Dwinnell Res-

ervoir, Big Springs, and Lower Shasta

River have enough runoff from springs

to supply a large percentage of the

allotments throughout the season.

Records of the daily mean discharge at

several stream gaging stations in the

Shasta River service area are presented

in Tables 33, 3^, 36-39, pages 115, 117

and 118. The daily mean storage in

Dwinnell Reservoir is presented in

Table 35, page II6.

Method of Distribution

Irrigation of permanent pasture and al-

falfa lands is accomplished principally

by wild flooding. Much of the return

water is recaptured and used on lower

pasture lands. Sprinkling systems are

used for irrigating some alfalfa and

grain lands.

Water is diverted primarily by diver-
sion dams and then conveyed by ditch or
canal to the place of use. The largest
and longest canal in the area is the
Edson-Foulke Yreka ditch, which has a

capacity of about 60 cubic feet per sec-
ond and a length of about 1^+ miles.
Water is also supplied into ditch sys-
tems by pumped diversions, the three
largest belonging to two irrigation
districts and a private water users

association. Some riparian lands are
also served by piomp diversions.

Many privately owned storage reservoirs
exist in the area. Water storage from
these reservoirs is used to supplement
cont inuous -flow allotments

.

Because of their large rights, close
surveillance of two public agencies,
Grenada and Big Springs Irrigation Dis-
tricts, and the privately operated Shasta
River Water Users Association, is very
important, particularly in dry years.
Control of releases from Montague Water
Conservation District's Dwinnell Reser-
voir (Lake Shastina) is another respon-
sibility of the watermaster. This in-

cludes measurement of deliveries of
stored water to users just below the dr.: .

1972 Distribution

George H. Pape, Associate Engineer,
Water Resources, was watermaster in the
Shasta River service area from April 2

through September 30.

The available water supply in the ser-
vice area was generally below average
during the season.

Parks Creelj. The flow in Parks Creek
was sufficient to supply all allotments

(25 priorities) until early June. Some
water continued to be diverted into the

Yreka ditch until mid-July. The first

priority allotments of 6 cubic feet per
second were available until mid-August,
after which time first priority allot-
ments were met in decreasing amounts
for the remainder of the season. Water

users downstream from the lowest first
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priority diversion received a portion

of their allotments during the latter

part of the season from return flow and

from water rising in the gravel stream-

bed.

Upper Shasta River. During early spring,

enough water was available to satisfy all
allotments (eight priorities). As the
flow decreased, the following levels of
priority allotments were met: August 2

- all of fourth priority; August 17 -

all of third priority (Yreka ditch main
allotment); and September 5 (the seas-
onal low) - 20 percent of third priority.

Shasta River from Boles Creeic to Dwin-
nell Reservoir. Boles Creek and Shasta
River were operated as one stream, un-
der a long-standing oral agreement among

the water right owners. The water is

distributed on a correlative, equal-
priority basis. Adequate water was
available to satisfy all allotments un-
til early August. All diversions were
then cut to 70 percent. In late Septem-
ber the flow increased to again allow
diversion of 100 percent of allotments.

Beaughan Creei(. The flow of Beaughan
Creek was sufficient to satisfy most

demands (five priorities) for the en-
tire season. The creek is routed through
a mill pond owned by the International
Paper Company which uses approximately

35 percent of the flow for industrial
purposes

.

Carrick Creole. The water supply in

Carrick Creek was adequate to satisfy
all allotments (13 priorities) during
the entire irrigation season.

Little Shasta River. Enough water was

available in Little Shasta River to

satisfy all fifth priority allotments
(seven priorities) until mid -July, at

which time full regulation became nec-
essary to adequately distribute this
priority. The flow continued to de-
crease to approximately 20 percent of
the fourth priority allotments by late

August. It then stayed constant for

the remainder of the season.

The daily mean discharge of Little Shasta
River near Montague is presented in Table

37, page 117- This runoff is augmented
by rising water along the river channel,
and by substantial inflow from Cleland
Springs, a tributary approximately 2

miles below the stream gaging station.
Therefore, considerable more water was
available for distribution at downstream
diversion i)Oints than is reported in the
discharge table

.

Dwinnell Reservoir. Releases from Dwin-
nell Reservoir to Montague Water Conser-
vation District commenced on April 17
and continued into October. Reservoir
operation da^a from the 1972 season are

shown in Tables 35 and 36, pages II6
and 117.

By agreement with the Montague Water
Conservation District, water users on

Shasta River below Dwinnell Reservoir
received stored water from the reservoir
on demand in lieu of their natural flow
rights. The agreement allotment totals
and the amount delivered to each user
this season are shown in the tabulation
on the following page.

Big Springs. The flow of Big Springs
was sufficient to satisfy approximately

50 percent of third priority allotments
through the first half of the season.

As usual during July, August, and Sep-
tember, the flow in Big Springs increased
due to snowmelt from higher elevations
on Mount Shasta, percolating into the
ground and reappearing as surface flow
at Big Springs Lake. As a result. Big
Springs Irrigation District, a third
priority water right owner, was able to

pump its full allotment from late July
through the remainder of the season.

Lower Shasta River. The water supply
in Lower Shasta River was sufficient to

satisfy all allotments (29 priorities)
for the first half of the season. How-
ever, during the second half of the
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season close regulation was necessary to
satisfy the first priority water rights
at the lower end of the river because

on numerous occasions the available
flow was insufficient to supply all
priorities.

DELIVERIES TO NATURAL FLOW WATER RIGHT OWNERS

BELOW DWINNELL RESERVOIR - 1972

Name of Water Right
Owner

Allotment
in

Acre -Feet

Allotment Delivered from
Dwinnell Reservoir

Acre -Feet ; ^ of Allotment

Flying L Ranch

Frank Ayers

J. N. Taylor

198

k6k

1.200

-0-

1,095

-0-

100

91. u

Lake Shastina Properties, Inc.

Hole -in-the Ground Ranch
Seldom Seen Ranch

Totals

596
92i|

3,382

-0-

.501

2,06i+

-0-

T7.1
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SHASTA RIVER NATERMASTER SERVICE AREA
1972 Daily Mean Discharge in Cubic Faat Per Secon(
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SHASTA RIVER WATERMASTER SERVICE AREA
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SHASTA RIVER WATERMASTER SERVICE AREA
12 Daily Mean Discharge in Cubic Feat Per Second

TABLE 3S

SHASTA RIVER AT MONTAGUE-GRENADA HIGHWAY BRIDGE

Day : March : April : May : June : July : August : Septewber : Day

1

2
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South Pork Pit River Watermaster Service Area

The South Fork Pit River service area

is located primarily in southeastern
Modoc County, with a small portion ex-

tending into northeastern Lassen County.

j
Figures IT through 17d, pages 13^

I through 138, shov the South Fork and

Its tributaries, with roads, etc.

The major source of water for this ser-

vice area is the South Fork Pit River
and its tributaries which rise on the

western slopes of the Warner Mountains.

The river flows in a westerly direction,

entering South Fork Valley near Likely,
' It then flows north through the valley
to its confluence with the North Fork

;

Pit River just south of Alturas. The

South Fork Pit River is joined from the

east by Fitzhugh Creek near the middle
of the valley and by Pine Creek near

Alturas

.

The major area of water use is in South

Fork Valley between Likely and Alturas.
South Fork Valley is about I6 miles
long and 3 miles wide, with the valley
floor lying at an elevation of about
It, 500 feet. The valley is bounded on

both sides by a rocky plateau that sep-

arates it from the surrounding mountains.

Bi.sis of SeryJCB

Water rights on the South Fork Pit River

and its other tributaries, except Pine

Creek, were defined by Coxirt Reference
No. 3273, dated October 30, 193^, and

the watermaster service area was created
on December 12 the same year.

The Pine Creek agreement established
water rights on Pine Creek November 22,

1933, and this stream system was added
to the South Fork Pit River area on

January 12, 1935. Pine Creek Reservoir,
a small reservoir above all diversions,
was originally used for power genera-
tion. This reservoir, now a recreation
Bite, has a small water right but is

not in the service area.

The South Fork Pit River decree and the
Pine Creek agreement establish two prior-
ities on the respective systems. There
are 36 owners of decreed water rights
in the service area with total allot-
ments of 350.97 cubic feet per second.

A large reservoir. West Valley Reservoir,
was built in 1937 to increase the supply
and extend the season for irrigation in

the South Fork Irrigation District. The
water rights for use from West Valley
Reservoir total 22,2^0 acre-feet.

Water Supply

The water supply for Pine Creek is de-
rived mostly from snowmelt runoff.
Therefore, runoff is usually small in

the early spring, increases to a peak
about May as temperatures rise, and then
gradually decreases throughout the re-
mainder of the season. Water users sup-
plement their irrigation supplies from
other sources whenever possible.

The water supply for Fitzhugh Creek con-
sists of snowmelt runoff early in the

season and supplemental water diverted
from Mill Creek above Jess Valley later
in the season. Surplus water from Fitz-
hugh Creek is diverted into the Payne
and French Reservoirs through Payne -French
ditch (Diversion I36) until about June,
when the diversion is closed to allow suf-
ficient flow to supply downstream allot-
ments. By July the creek has normally
receded until only first priority allot-
ments are available.

Payne ditch (Diversion l) is opened to

import water from Mill Creek to Fitzhugh
Creek when the snow has melted enough to
allow access. This imported water is

rediverted from North Fork Fitzhugh Creek
through the Bowman ditch to the Bowman
ranch. Return flow from Bowman ranch to
the creek is rediverted through Diversion
136 for stockwatering purposes in the
Payne -French ditch.
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The water supply for the South Fork Pit
River is derived primarily from snow-
melt runoff, supplemented by water re-
leased from West Valley Reservoir. A
number of streams, which rise at high
elevations, collect at the mouth of
Jess Valley to form the South Fork Pit
River, West Valley Reservoir is loca-
ted on West Valley Creek which enters
the river below Jess Valley.

Most of the water lasers on the South
Fork Pit River, except those in Jess
Valley, are in the South Fork Irriga-
tion District. The district stores
water in West Valley Reservoir, which
has a capacity of 22,2^0 acre-feet,
and releases it to the South Fork Pit
River as a supplemental supply when the
natural flow becomes insufficient to
meet demands. This usually occurs dur-
ing the middle of June, Reservoir re-
leases, together with the natural flow,
are distributed by the watermaster in
cooperation with the board of directors
of the irrigation district. Except for
extremely dry years, natural flow, com-
bined with stored water, is sufficient
to supply all demands for water on the
South Fork Pit River throughout the irri-
gation season.

Records of the daily mean discharge of
the several stream gaging stations in
the area are presented in Tables 4o
through k3, pages 132 and 133

.

Method of Dist ributi on

Irrigation of the lands along tributary
streams is accomplished by flooding
through use of small lateral ditches.
The water is distributed on a contin-
uous-flow basis to each user through
gravity-flow diversion systems. In
some cases, rotation is practiced among
several users.

Most irrigation in the South Fork Pit
River area is by the check and border
method. The lands receive water essen-
tially on demand by supplementing nat-
ural flow with releases from West Valley
Reservoir. However, irrigation must be

coordinated between the various ranches
to eliminate large peak demands from the
reservoir and to use the return flow as
much as possible. Actual distribution
varies each year as there is no specific
irrigation schedule in use.

Distribution to the South Fork Pit River
users is carried out on an equal and
correlative basis in accordance with the
water requirements for each ranch. This
method of operation was made possible
by construction of West Valley Reservoir
in 1937.

1972 Distribution

Watermaster service began April 10 in
the South Fork Pit River service area
and continued until September 30, with
John A. Nolan, Water Resources Technician
II, as watermaster.

The water supply for the 1972 irrigation
season was about average. Cold weather
and an average snowpack delayed high
runoff until late spring. However, the
extremely hot, dry summer caused flows
in the smaller tributaries to decrease
rapidly. Consequently, only an average
supply of water was available in these
streams during late summer.

Pine Creek. Due to cold weather and the
resulting low runoff, very close regula-
tion was required during April and early
May. Flow increased to over 100 percent
of all allotments by late May and remained
fairly steady throughout June. As the
flow decreased in the latter part of the
season, those water users with more than
one ditch followed their usual practice
of rotating their allotments between
their various ditches. Flow had decreased
to approximately 50 percent of first pri-
ority allotments by the end of the season.

Fitzhugh Creelc. Regulation began in late
June when the Yankee Jim and Bowman ditchefi
became accessible. At that time surplus
water was still available. The Payne ditch
from Mill Creek was opened July 2. This
imported water was added to the Bowmeui
ditch allotment ih accordance with the
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decree. At the end of the season the acre-feet some time in March, but the
available water supply had decreased natural flow of the South Fork Pit River
to approximately 50 percent of first was sufficient to meet all demands until
priority allotments. July 1. Releases from the reservoir

began at that time and continued through

-

South Folk Pit Rivor. West Valley Res- out the season. At the end of September,

ervoir reached Its oapacity of 22,2U0 7,900 acre-feet remained in storage.
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SOUTH FORK PIT RIVER WATERMASTER SERVICE AREA
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TABLE 42

FITZHUBH CREEK BELOW DIVERSION

May : June

9.3
8.B
8.7
8.3
8.0

—iia-f

RGSSffTn-
Acre-Feet

* Beg Inn I

•* End of

Li:s:

7.8
7.3
B.9
8.7
6.5

8.2
5.8
5.6
5.3
4.9

4.7
4.6
4.5
4.4

4.2
4.1

3.9
3.7
3.5

3.4
3.3
3.2
3.1

3.0

3.0
3.0
2.8
2.9
2.8
2.7«:§

2.7
2.6
2.5
2.5
2.4

2.4
2.4
2.4
2.4
2.4

2.3
2.3
2.3
2.1

2.0

2.0
2.0
1.9
1.8

1.7
1.7
1.7

1.7
1.7

Septaibaf

1 .5

1.5
1.5
1.5
1.5

126

r"fi«an"
Runoff U
Acre-Feet

TABLE 43

PINE CREEK NEAR ALTURAS

221.
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Surprise Valley Watermaster Service Area

The Surprise Valley service area is sit-

uated in extreme eastern Modoc County,

east of the Warner Mountains. Figure

18, page 1^9, shows the service area, the
streams serving it, and the towns and

roads of the valley.

Ten individual stream systems rising on

the eastern slope of the Warner Moun-
tains supply water to the area. These

streams are fed by snowmelt runoff and
traverse a fast, precipitous course
down the eastern slope of the Warner
Mountains to the valley floor where num-
erous scattered diversion ditches convey
water to the irrigated lands.

Basis of Service

The Surprise Valley watermaster service

area was created January 10, 1939, in-

cluding Mill, Soldier, Pine, Cedar,

Deep, Owl, Rader, and Etaerson Creeks,
all of which previously had watermaster
service individually. Service was
started on Eagle Creek at that time,

Bidwell Creek was added to the service
area March 16, I96O. Each of the 10

stream systems are under separate de-
crees. There are 171 owners of decreed
water rights in the service area with
their rights totaling 313-75 cubic feet

per second. See Table U4, page 1^0, for

specific data regarding the decrees and
water rights on the individual creeks.

liter Supply

The water supply is derived almost en-
tirely from snowmelt runoff, with only
minor spring-fed flows occurring in the

latter part of the season. Due to the
steep eastern slope of the Warner Moiin-

tains, there are no known economically
Justified storage sites on the service
area streams. Because of the lack of
such regulatory storage, the available
water supply at any specific diversion
point may vary considerably within a

few hours. An extreme diurnal tempera-
tiire variation causes extensive variation
in snowmelt runoff. This problem is fur-
ther aggravated by the relatively short,
steep drainage area. In addition, occa-
sional summer thundershowers may cause a

creek to discharge a flow of mammoth pro-
portions for several hours. These flashes
are apt to cause considerable damage in

the form of washouts and debris deposi-
tion and are of such short duration that

no beneficial use can be made of the
water

.

Records of the daily mean discharge at

several stream gaging stations within
the service area are presented in Tables
^+5 through 55, pages 1^3 through 1^+8.

Method of DistribuLion

The continuous -flow method of distribu-
tion is employed or most creeks; how-
ever, in a few instances the available
water supply is rotated among the users
in accordance with either decree sched-
ules or by mutual agreement.

Alfalfa and meadow hay, the major crops
grown in the valley, are irrigated in

most instances by wild flooding, although
some lands depend upon subsurface irriga-
tion. Also, sprinkler irrigation with
surface water is a recent trend. A few
of these systems work by gravity, but
most employ pumps with the surface water
supplemented by deep wells. Many addi-
tional acres have been put into produc-
tion during the past few years through
the use of deep wells. Only surface
water supplies are under state water

-

master service.

To facilitate distribution of Irrigation

water, construction of permanent diver-
sion dams, headgates, and measuring de-
vices has been stressed during recent
years. Although these structures do not

solve the problems of discharge variation
and debris deposition, they do provide
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significant assistance in solving water
measurement and distribution problems.

The individual streams and locations

of the diversions are shovm on Figures

l8a through l8j, pages 15O through 159-

Although the Owl Creek Flood Control

and Water Conservation District did not

become official until August 7, 196I,

the district's diversion and distribu-
tion project was completed in February,

1961. The project reduced the number
of diversions from 17 to 2 and the num-

ber of ditches from 17 to 8. This makes
distribution easier and more equitable.
The users say that they receive twice
as much water as they did before the
project. It is possible to divert and
distribute 80 cubic feet per second in

the lower seven ditches.

1972 Distribution

Watermaster service began in the Sur-
prise Valley service area on March I9

and continued until September 27,

William E. Gill, Water Resources Tech-
nician II, was watermaster during this

period.

The 1972 irrigation season was very

successful due to an above -normal snow-

pack in the Warner Mountains, although
lack of precipitation and dry north
winds caused streams to recede rapidly

during June and July and flows to re-
main low for the rest of the season.

Greater than average per acre crop

yields were experienced throughout the

valley, especially by ranchers who sup-
plemented their irrigation by ground
water pumping. However, ranches border-
ing the Alkali Lakes experienced below-
normal overall crop yields due to ix)r-

tions of their lands being flooded by
the unusually high level of the lakes.

(The Division of Highways raised the
grade approximately 2 feet on the
causeway across Middle Alkali Lake to

keep the highway in service.)

Bi dwell Creek. Total stream runoff
available to Bidwell Creek users during

the period April 1 through September 30
was 19,500 acre-feet, or approximately
170 percent of normal. Charles Holmes,
watermaster for the North Fork Pit River,
served as watermaster on Bidwell Creek
from April 1 through July 9. On July 10,

flow was adequate to supply approximately
50 percent of the third priorities; how-
ever, by August 19 only first priority
water was available.

Mill Creek. Total stream runoff avail-
able to Mill Creek users during the per-
iod April 1 through September 27 was
U,620 acre-feet or approximately 89 per-
cent of normal. During the month of
April and the first half of May, third
priority water was available in varying
amounts. All four priorities were sat-
isfied from mid-May through June 20,

The flow receded rapidly thereafter and
from August 22 to September 30 only
partial first priority water was avail-
able ,

Soldier Creek. Total stream runoff
available to Soldier Creek users from
March I9 through September 27 was 5,080
acre -feet or approximately 135 percent
of normal. Due to above -normal runoff
and below-normal requirements of lower
users, the flow was adequate to supply
both upper and lower users until early
Jxme. When the "Season Outside of the
General Irrigation Season" started
June 19, the flow was adequate to sup-
ply approximately two-thirds of the
seventh priority. From mid-August
through September 27 only partial first
priority was available.

Pine Creek. Total stream rxonoff avail-
able to Pine Creek users during the per-
iod March 20 through September 27 was

1,750 acre -feet or approximately I30 per-
cent of normal. Some bulldozer and back-
hoe work was required to clean the channel
above the Parshall flumes and to clean
the north Parshall flume. This work was

complete April 1, By mutual agreement
of the users the flow was split, one -ha If
in each channel, and remained so until
May 27, At this time, again by mutual
agreement, the total flow of k.6 cubic
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feet per second was turned into the
south channel for the Cal-Vada ranch.
On June 13 the flow receded to 1.6 cubic
feet per second and was all diverted
into the Cressler ditch for the Bord-
well ranch. On July 11 the water failed
to reach the place of use. Pine Creek
was dry for the remainder of the season.

Cedar Creek. Total stream runoff avail-
able to Cedar Creek users from April 1
through September 30 was 5,788 acre -feet
or approximately 223 percent of normal.
Streamflow was adequate to supply demand
during April. However, by the end of
May only 50 percent of second priority
water was available. After June l6 only
first priority water was available in
decreasing amounts.

Deep Creek. Total stream runoff avail-
able to Deep Creek users from April 1
to September 27 was 4,070 acre-feet or
approximately 110 percent of normal.
Except for about the last 10 days of
April, flow in North Deep Creek was more
than adequate to supply all of the de-
creed rights until June 12, (North Deep
Creek has only one priority and one di-
version). From June 12 on, flow receded
steadily. Except for the latter part
of April, flow in South Deep Creek was
more than adequate to supply all five
priorities until May 21, The stream-
flow receded steadily and after June 13
only first priority water was available
in decreasing amounts.

Owl Creek. Total stream runoff avail-
able to Owl Creek users from April 1
through September 27 was 10,250 acre-
feet or approximately 163 percent of
normal. The streamflow was adequate
to supply the demands during April,

The flow increased steadily during May
and from May 12 to July 1 was adequate
to supply all 21 priorities. The maxi-
mum flow of 112 cubic feet per second
was recorded on June 5, after which the
flow receded steadily. Sufficient water
was available after August 9, when the
three "special" eighth priority rights
ended, to supply a portion of the ninth
priority through August I3,

Rader Creek. The Rader Creek water users
experienced an above -normal irrigation
season. Channel conditions were such
that no suitable site could be found for
a recorder. Streamflow was adequate to
supply the demands. All of the first
priority was still being supplied on
September 5. The repairs of last year's
damage to Diversion 2 were not complete
by the end of the irrigation season.
structures for Diversions 3, 4, and 5
also needed to be replaced.

Eagle Creek. The Eagle Creek water users
experienced an above -normal irrigation
season. All four priorities were satis-
fied from mid-May through the first week
in July, The flow "receded steadily until
by mid-September only first priority water
was available,

Enerson Creek. Total stream runoff avail-
able to Qnerson Creek users from April 1
through September 27 was 5,9^5 acre-feet
or approximately 167 percent of normal.
By May 2, melting snow had increased the
flow in Emerson Creek to fully satisfy
all four priorities and continued to do
so until June I8, The flow receded stead-
ily, however, and second priority water
was available in varying amounts during
August and September.
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TABLE 47

SOLDIER CREEK ABOVE ALL DIVERSIONS



SURPRISE VALLEY NATERMASTER SERVICE AREA
1972 Daily Mian Discharge in Cubic Feet Par Secor



SURPRISE VALLEY WATERMASTER SERVICE AREA
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TABLE 51

SOUTH DEEP CREEK ABOVE ALL DIVERSIONS

Day : March
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1972 Daily Httn Oitchargi in Cubic Feat Par Sacond

TABLE 53

RADER CREEK ABOVE ALL DIVERSIONS

Day : March : Apr i I : May : Juna : July : August : Septainhar : Day

1 I

2 2

3 3

4 4
5 9

6 6

7 7

8 B

9 9
to ID

11 11

12 12
13 13
14 14

'^ ND RECOm AVAILABLE FDR 1972 SEASON '^
16 16

17 17

18 18
19 18
20 20

21 21

22 22
23 23
24 24
25 • 25

26 26
27 27
28 28
28 29
30 30
31 31...

""(ban Ilean

Sunof?"ln
'

SunoFf In

Acrt-Faat Acra-Faet

TABLE 54

EAGLE CREEK AT EAGLEVILLE

Day March : Apr i

I

: May : June : July : August : Sapteaber Day

1 1

2 2

3 3

4 4

5 5

6 6

7 7

8 8

9 .2
10 10

11 11

12 12

13 13

14 14
15 IS

,g ND RECORD AVAILABLE FOR 1972 SEASON ,g

17 17

IB IB

19 19
20 20

21 21

22 22

23 23

24 24
25 25

26 26
27 27
28 28
29 29
30 30

-all :::::::::::::::. ::«P::fufioTfln «uno?f In

Acra-Faat Acre-Feet
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NAME

Fort Bidwall Cattle
Pr oduc t i on Conpany

6. Peterson
C. Bucher
E. Uhr i{

E. Uhrig

Peterson

.... ..dwel I Cattle
Product ion Company
Town Users

J. McAuliffe
Town Users

Carey Brothers
C. Bucher
P. Peterson
Town Users

Buche r

Indian Service
Town Users

Fort Bidwel I Catt le

Pr oduc t i on Company
Town Users

Fes Ranch Inc
L Sagehorn
M. O'Ca I laghan
G . Toney
Town Users

March
to

July I

6

Fort B

C

US

July 10
to

Sept 30

0.35
9 39
0.07

Kobei

Cole

L. Sagehorn
Carey Brothers

7.24
0.08

7.63
0.22

6.13
0.66
0.44
0.30

0.36

0.46
0.26

5.24
0.44

8.94
1 .34
2 88
0.42
0.03

0.05

4.26

1 .10

0.18

0.40<

7.24
0.06

7.63
0.17

6.13
0.70»
0.44
0.24

0.20
0.26

5.24
0.44

8.94
3 94*
2. 88*
0.42*
0.03

0.05

4.26

Fort Bi«l*el I

Indian
8 s e r V a t i on

L. Sagehorn
Carey Brothers

M. O'Ca I laghan

L. Sagehorn

L. Sagehorn

on Creek

0.

1.39 1.39
0.48 0.48

38 0.38

1 79 1 79

If f I ow is I ess
than 3. 82 cfs da t ic iency
is made up by addi t ional
diversions through (15)

Fee Ranch a I I ot tmen t

is sa t isf ied.
S Indian Service Entire

of the

Reserve
Flow.

Divers ions (1 ), (2) and (3)
shown as they are not part
later laster Service Area.

* Includes 10 cfs stockwater righ
not to be diverted from creek.

••Two 36 Hour periods of 2 00 cfs

T46N.,R16E. M.D.B.& M.
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Susan River Watermaster Service Area

The Susan River service area is situa-
ted in southern Lassen County in the
vicinity of Susanville. The primary
area of water use is in Honey Lake Val-
ley between Susanville and the north-
west shore of Honey Lake, a distance of

about 25 miles. The valley floor is at

an elevation of about i|,000 feet. The
source of supply is co-mprised of three
stream systems: the Susan River, Bax-

ter Creek, and Parker Creek, with their
respective tributaries.

which rises in the extreme western por-
tion of the basin and flows in an east-
erly direction, and Elesian, Sloss, and

Bankhead Creeks, tributaries of Baxter
Creek from the south..

Parker Creek is also in Honey Lake Valley
on the east slope of the Sierra Nevada,
about 15 miles southeast of Susanville.
It rises on the east slope of Diamond
Mountain and flows in an easterly direc-
tion for about 5 miles into Honey Lake.

The Susan River originates on the east
slope of the Sierra Nevada Immediately
east of Lassen National Park at an ele-
vation of about 7,900 feet. Its chan-
nel runs easterly from Silver Lake
through McCoy Flat Reservoir, the town
of Susanville, and then to Honey Lake.

The Susan River has four major tribu-
taries: Piute Creek, entering from the
north at Susanville; Gold Run and Las-
sen Creeks, entering from the south be-
tween Susanville and Johnstonville; and
Willow Creek, entering from the north
above Standish. Gold Run and Lassen
Creeks rise on the north slope of
Diamond Mountain at an elevation of
about 7,600 feet. The watersheds of
Piute and Willow Creeks are on the south
slopes of Round Valley Mountain at lower

elevations.

A short distance below its confluence
with Willow Creek, the Susan River
divides into three channels: Tanner
Slough Channel on the north, Old Chan-
nel in the middle, and Dill Slough
Channel on the south. Hartson Slough
and Whitehead Slough divert from Dill
Slough on its south bank farther down-
stream.

The Baxter Creek stream system is in

Honey Lake Valley on the east slojje of
the Sierra Nevada, about 10 miles south-
east of Susanville. The principal
creeks in the system are: Baxter Creek,

Maps of the Susan River service area,

showing the stream systems, diversions,
etc., are presented os Figures 19
through 19f, pages 168 tlirough 17^.

Basis of Service.

The waters of Susan River and its trib-
utaries are distributed in accordance
with the water rights defined in Decree
No. ^573, Lassen County Superior Court,

entered on April I8, 19i<-0. Schedule 3

of the decree defines the rights to the
use of water from Willow Creek in Willow
Creek Valley, Lower Willow Creek, and
the Susan River delta below the Colony
Dam. Schedule k of the decree defines
the rights to the use of water from Gold
Run, Piute, Hills, Holtzclaw, and Lassen
Creeks above their confluence with the
Susan River. Schedules 5 and 6 of the

decree define the rights to the use of
water from the Susan River exclusive of
its tributaries. The decree establishes
three priority classes each on Susan
River and Gold Run Creek, two on Willow
Creek, and one each on Piute and Hills
Creeks

.

The water of Baxter Creek and its trib-
utaries is distributed in accordance with

the water rights defined in the statutory
adjudication as set forth in Decree No.

817U. Lassen County Superior Court, dated
December I5, 1955- Schedule 3 of the
decree defines the rights to the use of
water from Sloss and Bankhead Creeks and

Schedule h the rights to the use of water
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from Baxter and Elesian Creeks. The

Baxter Creek rights are divided into

five priority classes.

The water of ParJter Creek and its trib-
utaries is distributed in accordance
with the water rights defined by a stat-
utory adjudication as set forth in De-
cree No. 8175, Lassen County Superior
Court, dated December 15, 1955. Sched-
ule 3 of the decree defines the rights
to the use of water from Parker Creek,
with four priority classes.

The Susan River watermaster service area

was created by order of the Division of

Water Resources on November 10, I9U1.

The Baxter and Parker Creek stream sys-

tems were added to the Susan River ser-

vice area on Febr\iary I6, 1956. There

are I60 water right owners in the ser-
vice area with total allotments of

351.732 cubic feet per second.

Water Supply

The water supply in the Susan River ser-
vice area is obtained from two major
sources, snowmelt runoff and springs.

Snowpack on the Willow Creek Valley and

Piute Creek watersheds, which embrace

more than one-half of the Susan River
stream system, melts early in the spring
and is usually depleted by May 1. Irri-

gation requirements from this portion of

the stream system are then almost en-

tirely dependent on the flow of springs

that are relatively constant throughout

the year.

Under average flow conditions, Lassen,

Gold Run, Baxter, and Parker Creeks
and the Susan River above Susanville
are sustained by snowmelt runoff until

early June. The flow from perennial
springs in this portion of the system
is comparatively small.

The Lassen Irrigation District stores
supplemental water in Hog Flat and

McCoy Flat Reservoirs, on the headwaters
of the Susan River. This stored water
is released into the Susan River Channel

and commingled with the natural flow,

usually during June and July. It is

then rediverted into Lake Leavitt for
further distribution by the irrigation
district.

Records of daily mean discharge of the
several stream gaging stations in the
service area are presented in Tables 56
through 60, pages 165 through I67.

Method of Distr ibut ion

Irrigation in the Susan River service
area is accomplished by placing dams in

the main channels, thus raising the
water level for subsequent diversion
into canals and ditches. These diver-
sion dams are relatively large on the
Susan River Channel and generally much J

smaller on the various creeks. Wild I

flooding is the most common method of '

irrigation in practice. Portions of the

irrigated lands have been leveled, per-
mitting a more efficient use of water by
using border checks and furrows. Sub-
irrigation occurs in some areas inciden-
tal to surface irrigation or as a result
of seepage from ditches and creek channels

The Lassen Irrigation Company is allowed
to use its three reservoirs, McCoy Flat,

Hog Flat and Lake Leavitt, to store water
as follows: (a) between March 1 and
July 1 when the flow in the river just

above its confluence with Willow Creek
is more than 20 cubic feet per second,

and (b) at all other times when the flow
at the same point is 5 cubic feet per
second, in spite of the allotments out-
lined in Schedules 3, 6, and users of
third priority class in Schedule 5 of
the Susan River decree,

1972 Dist ribut ion

Lester Lighthall, Water Resources Tech-
nician II. was assigned as watermaster
in the Susan River service area from
April 1 until September 30.

The available natural water supply
throughout the service area was about

90 percent of average. The cool spring

weather delayed rtuch of the runoff which,
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along vith a rain in the middle of May,
contributed to a fair irrigation season.

Pirker Creek. The avBilable water sup-

ply in Parker Creek was sufficient to

satisfy all allotments (four priorities)
until May 25. From May 25 to June 25
the flow decreased rapidly to first
priority allotments. From June 25
throughout the remainder of the season
only first priority allotments were
served.

Baxter Creek. The available water sup-
ply was sufficient to satisfy third
priority allotments (five priorities)
until May 20. The flow decreased from
May 20 to June 10 when approximately
60 percent of second priority allotments
were supplied. The flow at Diversion 75
dropped to 1 cubic foot per second on

June 24. In accordance with the decree,
all of the flow at this point was diver-
ted into Long ditch for stockwater use.
From June 24 for the remainder of the
season only stockwater allotments were

lerved

.

Lassen-Hol tzclaw Creeks. The available
water supply in Lassen-Holtzclaw Creeks
was sufficient to meet all allotments
(two priorities) until May 27. The
flow decreased to first priority allot-
ments on June 15 . From June 15 through-
out the remainder of the season the
Tangeman Ranch was entitled to all of
the water available in the stream.

Hills Creek. The ave lable water sup-
ply in Hills Creek ws. sufficient to

supply all allotmentE (one priority)
until May 25, and all storage facilities
on Hills Creek were filled by this date.

First priority water declined until
August 8 when only stockwater was avail-
able to the Amesbury Ranch.

Gold Run Creek. The available water
supply in Gold Run Creek was sufficient
to supply allotments (three priorities)
until May 20. Between May 20 and July 1,

the flow decreased steadily. After
July 1, the flow remained reasonably

constant at about 10 percent of second
priority allotments.

Piute Creek. The available water sup-

ply in Piute Creek was sufficient to sat-

isfy all allotments (one priority) and
provide a small surplus flow to the Susan
River throughout the. season.

Willow Creek. The available water sup-

ply in Willow Creek was sufficient to

supply all allotments (two priorities)
throughout the season.

Susan River. The available water supply
in the Susan River was sufficient to sup-
ply all allotmentE in Schedule 6 (three
priorities) until May 27. As the flow
receded. Schedule 6 was terminated for
the season. All allotments in Schedule

3 (three priorities - Lower Susan River)
were satisfied until June 10. Through-
out the remainder of the season there
was enough water for about 40 percent of
second priority allotments in this
schedule.

All allotments in Schedule 5 (three

priorities - Upper Susan River area)
were satisfied until June 10. The flow
receded until July 1 when there was

enough water for about 15 percent of the

second priority allotments. Throughout
the remainder of the season the flow re-

mained constant.

Lassen Irrigation Company Reservoirs.

The Susan River decree allows the Lassen
Irrigation Company's McCoy Flat and Luke

Leavltt Reservoirs to store surplus water

during the winter and spring months.
Once filled, or if a shortage occurs
among downstream water right owners, the
natural flow in the Susan River above

McCoy Flat Reservoir must be released.

During spring runoff these two reservoirs
filled to capacity. Shortages began to

occur in mid-May and the company requested
that its releases to Lake Leavltt from Hof^

Flat Reservoir begin. Controlled releases
began on May IB and continued until
June 18, at which time Hog Flat Reservoir

{
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WEB emptied. Releases from McCoy Flat
Reservoir began on June 19 and contin-
ued until August 10, at which time McCoy
Flat Reservoir was emptied.

SpBcial Occurrences

On May 11, an upright timber in the
dam at R, C. Roberts' diversion k6
broke, but no damage to the downstream
users resulted.

Two days later, an upright timber in

the dam at Davis' diversions 36 to 39
broke, with only minor damage to

R. C. Roberts' dam which had just been
repaired. The Davis dam was not used
the rest of the season.

On June 22 an upright timber in the dam
at diversion 4l, which is owned by the

Lassen Irrigation District, broke with
no damage to the downstream users. Re-
pairs were made and water was again
diverted into the A & B Canal within a
few hours.

Repairs on the R. C. Roberts dam along
with a new Parshall flume were completed
in October.

Repairs on Mahle Dam were completed in
the spring of 1973-

A new headwall and control gate, along
with a measuring weir, were completed
in October for Ed Garza on Lower Baxter
Creek.

Work was started on a new structure on
Bankhead Creek for Ashmore Ranch and
should be completed this winter.
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SUSAN RIVER NATERMASTER SERVICE AREA
1872 Daily Mean Discharge in Cubic Feet Per Second

TABLE 96

SUSAN RIVER AT SUSANVILLE

Day_



SUSAN RIVER WATERMASTER
1972 Dally Mean Discharge in Cub

lERVICE AREA
: Feet Per Second

SUSAN RIVER AT JOHNSTDNV ILLE BRIDGE

Day May : Jjll!

38E 59
43E 55
45E 51

47E 41

4gE 35

1.9
2.1

2.2
2.1
2.1

12
13
14
15

18
17
18
19
20

21

22
23
24
25

26
27
28
29
30
31

"'Mean'
R'iJnoTT'f

Acre-Fee

85
79
86
55

47
44
3 BE
41E
37E

3 6E
34E
38E
3 7E

35E

53E
55E
5 BE

45E
42E

60E
81E
109E
68E
BSE

64E
BSE
70E
79E

105E

95E
7BE
78E
85E
80E

4.5

58
3.0
2.8
2.3
2.7

2.7
2.6
2.5
2.4
2.3

1 .7

1.7
1 .7

1.7

August

1.3
1.3
1.3
1.3
1 .3

1.3
1.3
0.9
0.7
0.6

O.B
0.5
0.4
0.3
0.4

0.4
0.5
0.5
0.5
0.4

0.5
0.6
0.6
0.5
0.4

0.3
0.4
0.4
0.4

Day

0.5
0.6
0.5
0.5
0.5

0.8
0.5
0.5
0.5
0.5

0.8
0.7
0.8
0.7
0.6

0.6
0.6
0.6
0.6
0.6

0.6
0.6
0.6
0.6
0.7

::o:r

37

Beginning of Recor(

21

22
23
24
25

26
27
28
29
30
31

RuiioTT In

Acre-Feet

*• Mean dai 1





Figure 19



F I Eu r e I 9a

v> o

to t~ to
'« CO o

3Z1M
311tl



Figure I Ob \

3 ^ > Z CD _l

^ £ ^ Ui ^

12 Id

3 1 Id"

— — 0> — K-

IX U. Z >- X O

)m 07 o CD lo in ^

#



Figure 19c

3MJ







Figure 1 9e



Figure 1 9 f

a. — 3

B S -I B E -

OO O O o

I— ^ > O U

IME BESOUUCCS AGENCY

DEPARTMENT OF WATER RESOURCES

NOBTHEBN DISTRICT

DIVERSIONS FROM
WILLOW CREEK

SUSAN R I VER
WATERMASTER SERVICE AREA

Seal*

-175-



I



Willow Creek Watermaster Service Area

The Willow Creek service area is situa-

ted in Siskiyou County, about 10 miles
northeast of Montague. A map showing

the Willow Creek stream system, the
diversions, and the principal roads in

the area is presented in Figure 20,

page 179- Willow Creek is the major
source of water supply and rises on the
west slope of 7,800-foot Willow Creek
Moiintain east of the service area. It

then flows in a northwesterly direction
through about 11 miles of rolling hills
to its confluence with the Klamath River.

The service area is about 8 miles long

by 1 mile wide and varies in elevation
between about 2,600 and i|,000 feet.

Basis of Service

Willow Creek has had a long history of

litigation. However, the present basis
of service might be said to have been

initiated in 19^9 when a civil suit was

referred to the Department of Public
Works, Division of Water Resources, to

act as referee. The matter was never
finalized by a decree. The issues in-

volved were reopened in 1971, and by
Decree No. 21+482, dated April 28, 1972,
the Siskiyou County Superior Court ap-

pointed the Department of Water Resources
to supervise distribution of water in

accordance with an earlier agreement
between the users defining their re-

spective rights. Accordingly, the
Willow Creek watermaster service area
was created on June 22, 1972, and ser-
vice began on July 1, 1972.

There are three water users in the ser-
vice area. Distribution is on a frac-
tional basis until the flow drops to a

specified amount below the upper two
users. At that time, the total flow is

rotated between the upper two users

.

Water Supply

The main source of water supply of the
Willow Creek stream system is from the

melting of snow which accumulates at high
elevations on the drainage area during
the winter months. The spring flow from
the melting snow begins late in March or

early April and is almost entirely gone
prior to June 1. Thereafter the flow
decreases rapidly until about July 1.

From that date up to the time fall rains
begin, the flow remains at a more or
less sustained low-flow stage sufficient
for domestic and stockwatering purposes
on the two upper ranches only.

Method of Distribution

Both sprinkler and flood irrigation are

used in the Willow Creek service area.

The upper water user has the option of
using gravity diversions for either flood
or sprinkler irrigation. The middle user
relies entirely on flood irrigation by
both of these users. Diversion is accom-
plished by diverting water into the ditches
by temporary rock or gravel dams. The
lower user in the area utilizes both
flood and sprinkler irrigation during
the early season when the supply is abun-
dant. As the supply dwindles, the re-
maining water is pumped from a sump to
the sprinkler system.

1972 Distr ibut ion

Watermaster service in the Willow Creek
service area began on July 1 and contin-
ued until September 30. George H. Pape,

Associate Engineer, Water Resources,
was watermaster during this period.

Since this was the first year that this
creek was under watermaster service,
there are no records for a basis of com-
parison of this year's water supply with
an average. However, the water users
indicated that the supply was somewhat
below average.

At the beginning of July there was suffi-
cient water to distribute to all three
users according to their fractional
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allotments. On July 10 distribution
was started on a 5-day rotation between
the two upper users since the lower user

could no longer put his allotment to
beneficial use. This rotation was con-

tinued for the remainder of the season.
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